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CITY OF SARATOGA, CALIFORNIA
ADDENDUM NO. 1
FOR

RAVENWOOD PARK PLAYGROUND IMPROVEMENT PROJECT

Attached is Addendum No. 1 which consists of:
- This cover sheet.
- Addendum No. 1.

Each bidder must acknowledage receipt of this Addendum by making a note on the page 15 of the
bid documents.




ADDENDUM No. 1
January 11, 2011
CITY OF SARATOGA

RAVENWOOD PARK PLAYGROUND IMPROVEMENT PROJECT

1. Playground dimensions clarifications:
Attached is a Ravenwood Park Site Plan showing dimensions of the existing playground.
The playground size and shape will remain the same. All equal approval requests must
clearly demonstrate the proposed playstructure including the required protective area is
fully contained within the playground.

2. Playstructure Plan clarification:
Attached is approved playstructure Plan #21466-2-5 by Ross Recreation Equipment Co.
Inc. (100 Brush Creek Road, Santa Rosa, CA 95404, tel. 707-538-3800). This is a clearer
version of what was included in the bid document. In addition, attached are specifications
for each playstructure components provided by Ross Recreation Equipment Co. Inc. All
equal approval requests shall use same type playstructure components.

3. License requirement:
In addition to licenses listed in Notice Inviting Informal Bids dated December 22, 2010
(Page 2 of 2), Contractors holding C61/D34 Contractor’s License with experience with
playstructures will be allowed to bid on the project.

4. Deadlines extension:
Requests for information or substitutions (“approved equal’) shall be accepted by
Monday January 17, 2011 at 5:00 p.m. Informal bids shall be accepted by Monday,
January 24, 2011 at 10:00 a.m.

All the documents including this Addendum No. 1 are available for downloading from the City
of Saratoga web site at http://www.saratoga.ca.us/services/bids.asp

Iveta Harvancik, Senior Engineer, City of Saratoga, (408) 868-1274, iharvancik@saratoga.ca.us

Attachments to Addendum No. 1:
Ravenwood Park Site Plan (1 page)
Playstructure Plans and Specifications by Ross Recreation Equipment Company, Inc. (59 pages)
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structures-

Post Specifications: Post length shall vary depending upon the
intended use and shall be a minimum of 42" above the deck
height. All posts shall be powdercoated to specified color. All posts
shall have a “finished grade marker” positioned on the post iden-
tifying the 34" bury line (or 44" bury line for posts for 96" decks)
required for correct installation and the top of the loose fill pro-
tective surfacing. Top caps for posts shall be aluminum die cast
from 369.1 alloy and powdercoated to match the post color. All
caps shall be factory installed and secured in place with (3) self
sealing rivets. A molded low density polyethylene cap, with drain
holes, shall be pressed onto the bottom end of the post to in-
crease the footing area.

Steel Posts: All steel PlayBooster posts are manufactured from
5" O.D. tubing with a wall thickness of .120" and shall be galva-
nized after rolling and shall have both the I.D.and the cut ends
sprayed with a corrosion resistant coating.

Aluminum Posts: All aluminum PlayBooster posts are manufac-
tured from 6005-T5 extruded tubing conforming to ASTM B-221.
Posts shall have a 5" outside diameter with a .125" wall thick-
ness.

Finished Grade
Sticker

U

T
'”lmmf

Subgrade m || I o

CONCRETE |
® 1.87 Cubic Feet per Footing-——————————— - "+ /
® 2000 PSI (Min.) <

® 3000 PSI (Min.) if Freezing '

TN

SAFETY NOTE
Choose a protective surfacing material that
has a Critical Height Value of at least the
height of the Highest Accessible Part/Fall
Height of the adjacent equipment. (Ref. ASTM
F1487, SECTION 9.)

Certifled

13871600

Part Number Label

Example

|||||I|||||||||l|||||||
mnmmﬁm

Number Indicates
Post Length

Depth/Performan
Based on Fall
Height

Conditions Exist.

Crushed Rock——»{

1 14" Minimum

34"/860
44"/1120 For Posts Supporting
96" High Decks

20"/510 Minimum*

30"/760 Minimum* For Posts
Supporting 96" High Decks

4|
"100

1 360

PlayBooster Concrete Footin

601 7TH STREET SOUTH, DELANO, MINNESOTA 55328-8605 (763) 972-3391 1-888-LSI-INST (1-888-574-4678) FAX (763) 972-3185

JS, 5" Posts

© 2002 by Landscape Structures. Al rights reserved. Eco #51014 Document #13871600 replaces #13433700. Removed Post Length Sticker.

* An Example:

If you are using 12" of
loose fill material, your
concrete footing will
be 22" deep.

Document #13871600
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BEFORE YOU BEGIN...

If this SpyroSlide is to be installed on any playstructure other
than the 72" high deck on a PlayBooster, contact Landscape
Structures before you begin.

With three people, approximate installation time is 2 %/ hours.

Check that all parts are included in the package (see listing on
back page) and have not been damaged in shipment.

If you notice any damage, do not begin assembly. Notify the
carrier claims agent and Landscape Structures.

Read the entire instruction sheet before you begin.

SAFETY NOTE

Choose a protective surfacing material that
has a Critical Height Value of at least the
height of the Highest Accessible Pari/Fall
Height of the adjacent equipment. (Ref. ASTM
F1487)

ISO
(

Certified

iSO 14001

12225700

IMPORTANT PRECAUTIONS!

Atleast three people are required to safely install the SpyroSlide.
Do not attempt it by yourself!

Do not allow the slide to be used until:

¢ Concrete footings have cured at least 3 days.
* Protective surfacing is installed around slide.

TOOLS REQUIRED
* BHCS Allen Wrenches (Supplied)
* 7/5," Allen Wrench
* 16 oz. Hammer
e 1/," Electric Drill
e /" or "F" Drill Bit N?fTE: Ifther?fisclamp in-
9/ terference, offset hanger
* 9" Wrench or Cresent Wrench clamp assemblies may
* Carpenters Level need to be raised.
* Tape Measure
¢ Suitable equipment to dig footing holes
and pour concrete footings. ELEVATION
87 1/,"
2223
K| : = @ S (S S
PLAN VIEW Ng |
101/4"_ 260 : \$ AV LV AV LY,
“f77IIay ole
[ ] L 2
Tt (3 -]
= | i =
§ :\v (o2} I I ‘>;<‘ : :
-~ " = I
BRI 2 . NG
~ | | - Top of
E I Sliding
“ I Burface
21 i | Protective /
533 i 1 Surfacin
| R i, W S s
H ™ "
PlayBooster® 122033 SpyroSlide™ 72", b Sheat 1 of 2

601 7TH STREET SOUTH, DELANO, MINNESOTA 55328-8605 (763) 972-3391 1-888-L.SI-INST (1-888-574-4678) FAX (763) 972-3185

© 2005 by Landscape Structures.  All rights reserved.

Document #15105300
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BARRIER/DECK/SLIDE ASSEMBLY N

Typical (4) 4 3/3" Pipe Bolts
EIayBooster\, - w/%/g" Flat Washers
ost ‘\“‘\ (4) %" x 21/,

i+ BHCS w/Pin
\ W/ 53" Flat Washers

A S

! I

\

N /i
8.6 | /!
/ ~—) !
| ‘ SN
O ol )
Standard Hex : () ¥ x 1 Y o ! \\ \
Mt A | | BHCSwPin i -
; | | w/%"SAEFlat \
Flat Washers | ' Washers _\ \
1 I \
b (4) %¢" x 71" BHCS w/Pin Lo
: ! w/ %g" Flat Washers \\ \
L |
! |
! !
! 1
! t

NOTE:

Face Plate 111415 Required if
Mounted to a Recycled Poly
Deck.

122033 Sp

PlayBooster®

© 2005 by Landscape Structures.  All rights reserved.

i
\ (4) 3" Flange
\ Nuts wPin <

roSlide™ 72"

601 7TH STREET SOUTH, DELANO, MINNESOTA 55328-8605 (763) 972-3391 1-888-LSI-INST (1-888-574-4678) FAX (763) 972-3185

Sef.]

(2) %" x 7g"
BHCS w/Pin —|
w/ 3/s" Flat
Washers

TH-.

(4) Typical Offset
Hanger Clamp
Assemblies

(4) 5" x 2 '/"
BHCS w/Pin

(2) Barriers

(4) %" X 7"

- _—~"BHCS w/Pin

A (2) Barrier Plates

T

(8) %" X 7y"

/\/ BHCS w/Pin
| | w/ %" SAE Flat

\  Washers

(4) %" x 1 1/,4"
BHCS w/Pin
w/ 3" SAE Flat
Washers

I

122257b0




SAFETY NOTE
Choose a protective surfacing material that
has a Critical Height Value of at least the
helght of the Highes! Accessible Part/Fall
Height of the adjacent equipment. (Ref. ASTM
F1487)

landscape -
structures’

SPYROSLIDE EXIT SUPPORT

SpyroSlide

Center
Column

DETAIL

Exit Support

SpyroSlide

A '
(2)%/s" Flat Washers _ﬁ,
(2)Rubber Bushings [
(2)%" Flat Washers :
i ~4
(2%" x 1 '/," BHCS w/Pin i
Limited Thread Bolts E\ﬁ Exit Support
DETAIL DETAIL DETAIL
FOOTING LAYOUT SLIDE EXIT FOOTING CENTER COLUMN FOOTING
Loose Fill Loose Fill
! ! Protective Protective _
! : Surfacin L Surfacmg L
! 72" Deck :
K o o
@ Concrete E - El -
5l /F°°“”9 E e %8 g 3B
- s A = £
) O Concrete — . e Zlo 2
2a L Footing Qo 5
~ -
N © e : ,
N Crushed -
Rock Concrete %ﬁk rushed
au
71 8/; \ 12" Footing 410 Rock
L 14 300
360

PlayBooster® 122033 Sp roSI.ide"“ 72", DB Sheet 2 of 2

601 7TH STREET SOUTH, DELANO, MINNESOTA 55328-8605 (763)972-3391 1-888-LSI-INST (1-888-574-4678) FAX (763) 972-3185
© 2005 by Landscape Structures. Al rights reserved. Document #15105300
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PlayBooster°122033 SpyroSlide™ 72", b

landscape
structures’
JASPECS\151\15105300.P65
Parts List
Part# Description Qty.
130685-00 SpyroSlide, Specify Color 1
130687-00 Hood, Specify Color 1
119499-00 Handbar, Brown 1
130686-00 Barrier, Specify Color 2
119501-00 Barrier Plate, Specify Color .......cccovevnnerericernnneas 2
121825-00 Entrance Deck, Brown |
122255-00 72" Center Column (DB), Specify Color ............... 1
150941-00 Exit Support (DB), Specify Color.........cccceeimnenncnn 1
136551-00 4 3/¢" Aluminum Pipe Bolt, Specify Color
105327-01 5" Half Clamp, Specify Color .......ccccuree.
113729-00 5" Offset Hanger Clamp, Specify Color......c..cocoee.
114309-00 Rail Hardware Package
100198-00 3" x 1 15" BHCS W/Pin, SST ..o
100203-00 3" x 2 1/," BHCS W/Pin, SST .covvvirvernereercnerenne
100351-00 /g" Tee Nut, SST . 8
100610-00 /" x 3/y" Drive Rivet, AL/SST ... 4
121245-00 SpyroSlide Hardware Package ... w1
123224-00 35" x 1 1/,5" BHCS w/Pin, SST.. )
100196-00 3/g" x 13" BHCS w/Pin, SST ... .18
100198-00 33" 1 /3" BHCS w/Pin, SST ... .. 4
100203-00 33" x 2 '/," BHCS w/Pin, SST w4
100327-00 33" Standard Hex Nut, SST . .. 4
100353-00 3/y" Flange Nut w/Pin, SST .. )
100365-00 3/g" SAE Flat Washer, SST 20
100366-00 5/g" Flat Washer, SST 8
100362-00 %/g" Flat Washer, SST 6
121246-00 Exit Hardware Package 1
100292-00 3" x 1 /," BHCS w/Pin Ltd. Thread Bolt, SST .... 2
100362-00 3/g" Flat Washer, SST 4
111442-00 Rubber Bushing 2

DB = Direct Bury

S&ifications

Slide, Hood &
Barriers:

Entrance Deck:

Center Column:

Barrier Plates:

Exit Support:

Handbar:
Pipebolts:

Offset Hanger
Clamp Assembly:
Fasteners:

Installation Time:
Concrete Req.:
Area Req.:
Weight:

Fall Height:

Rotationally molded from U.V. stabilized linear low-
density polyethylene, color specified.

Flange formed from 12 GA (.105") sheet steel con-
forming to ASTM A1011. Standing surface is perfo-
rated with 3/,." diameter holes and measures 32 /,"
wilde x 36 ?/3," long. Finish: TenderTuff, brown in
color.

Fabricated from 3.500" O.D. RS-20 (.120" - .130")
galvanized steel tubing. Finish: Powdercoat, color
specified.

Fabricated from /," x 1 '/," zinc plated HR flat steel.
Finish: Powdercoat, color specified.

Weldment comprised of 2.375" O.D. RS-20 5.095“ -
.105") galvanized steel tubing and /," x 4" x 14"
mounting plate. Finish: Powdercoat, color specified.
Formed from 1.029" O.D. 14 GA (.075") steel tubing.
Finish: TenderTuff, brown in color.

1 Y¢" O.D. 6061-T6 aluminum extrusion with /5"
walfs. Finish: Powdercoat, color specified.

Cast aluminum. Finish: Powdercoat, color specified.
Primary fasteners shall be socketed and pinned
tamgerproofin design, stainless steel (SST) per ASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).
Approx. 2 %, hours with 3 le
Approx. 42 cu. ft. peop
‘91'1(81;/)4 m) minimum use zone at Exit

s.

72" (1,83 m)

Specifications are subject to change without notice.

Installation Instructions

1)
2)

3)

4)

5)

6)

7

8)

9)

10)

11)

12)

13)

14)

15)

16)

Dig footing holes to the spacing and depth shown.

Preassemble the spyroslide and hood over a clean non-scratching
surface.

Slide the spyroslide center column into the spyroslide, and butt it up
tight against the bottom sleeve.

Attach the hood to the spyroslide using %" x 1 /" BHCS w/Pin
with ¥;" SAE flat washers and %;" flange nuts w/Pin. Refer to the
Barrier/Deck/Slide Assembly.

With three people minimum attach the entrance deck to the face of
the mainstructure deck using *;" x 1 /3" BHCS w/Pin with 3" SAE
flat washers and 3/;" standard hex nuts with */3" SAE flat washers.
Refer to the Barrier/Deck/Slide Assembly.

Set the preassembled spyroslide into the footing hole with inserts in
line with the holes in the face of the entrance deck. Attach using %"
x /" BHCS w/Pin with 3/;" flat washers. Refer to the Barrier/Deck/
Slide Assembly.

Attach the exit support to the spyroslide using ¥¢" x 1 /," BHCS w/Pin
limited thread bolts, %/," flat washers, rubber bushings and */;" flat
washers. NOTE: Attach bolts in the center of the slots to allow for
expansion and contraction. Snug bolts down only, do not overtighten.
Refer to the Exit Support Detail.

Attach the barrier plates to the barriers using */;" x 7/¢" BHCS w/Pin.
Refer to the Barrier/Deck/Slide Assembly.

Attach the barrier plates with barriers to the spyroslide and hood
using /3" x /" BHCS w/Pin with ¥/;" SAE flat washers. Refer to the
Barrier/Deck/Slide Assembly.

Attach offset hanger clamp assemblies to posts at heights shown,
using 5" half clamps, %" x 1 '/;" BHCS w/Pin and %" tee nuts. Refer
to the Typical Offset Hanger Clamp Spec Sheet.

Attach barriers to offset hanger clamp assemblies with 4 /" pipe
bolts between barriers and offset hanger clamp assemblies. Attach
barriers to pipe bolts using 54" x 2 !/," BHCS w/Pin with %, flat
washers placed on each side of barrier. Attach pipe bolts to offset
hanger clamp assemblies using %/¢" x 2 1/," BHCS w/Pin. Refer to the
Barrier/Deck/Slide Assembly.

Attach handbar to hood using %" x /" BHCS w/Pin with *;" SAE
flat washers. Refer to the Barrier/Deck/Slide Assembly.

Level barriers and entrance deck. You may need to adjust hanger
clamp assemblies and prop up slide to do so.

Install '/," x %/3" drive rivets in all 5" half clamps. Refer to the Typical
Offset Hanger Clamp Spec Sheet.

With slide plumb and level, pour concrete footings. Let concrete set
for three days before use.

Install protective surfacing before users are allowed to play on the
structure.

Eco #52626 Document #15105300 replaces #14051000. Replaced exit support.
9/22/08 Added clamp interference note.
Eco #54145 Added Y/," flat washers to hardware packages.



SAFETY NOTE
Choose a protective surfacing material that
has a Critical Height Value of al least the
height of the Highest Accessible Part/Fall
Height of the adjacent equipment. (Ref. ASTM

F1487, SECTION 9.) v 5 iy
or L]
landscape 16645900
[ ]
structures DETAIL
bood SUPPORT ATTACHMENT
I |
o~ i } LI
Typical () oo Ring Top Climb / N
PlayBOOSter\L" : : : —Across ! \ (4) 5" Half
Post | I TN &\ ------ - Clamps
i | (4) Handhold _ {;-__4' ' post
£ ' ! Panels 1 Ring Top b
Top © 1 Climb Across | ! 5
T ! (8) 3"
i » 1(8) 3" x 7" T-Nuts
BHCS w/Pin
DETAIL
i Lo PANEL ATTACHMENT
I | | |
i i \ I ) ! ' ™~ (4) Typical
Lo ! b |Post 1 Offset
.o - b i A . _Hanger
- 1 ! 1 1 " Clam
S 5 L | | 4) 3" Flange p .
M 5§ b ~ r—bd : E#\latsaw/Pin 0 \QMAssembhes
L ] o e
! 1 | 1 |
! | 1 ! 1
! ! | | 1
! ! I ! 1 (@
M : i d : | | X
NN ) —— T o
of a N e X ; ! (4) Spacer (4) %" x 33"
PR I 14 ! ' Tubes BHCS w/Pin
(8) ¥e" X 7/y" RS : , ;
BHCS w/Pin —— 1 “a! g - DETAIL

COVER ATTACHMENT

1

1

i

]

w %" SAE Flat |
Washers & %" |
!

|

]

1

1Ring Top
iClimb Across

10, @/Cover
NOTE:Proper ‘

Flange Nuts

Q
o)
=2
[]

—

'TF"_____IIF"'"'__1]T___%l’l’r"""
®

NOTE: | | y i i

. i ; seating of ball in
a’t?:g Pyl I Hub/Cover is
tom rings : : ] J B |(r:nporiant. l‘:ubb/ @) 5,60 X "
with 5/16" x7/an I - - ,over mus, e 12" CableCore BHCS w/Pin
BHCS w/Pin| /| - tignt against| Cable
ontheinside, |/ L Deck — DETAIL
as shown. . — CHIMNEY BOTTOM RING

. (B) Yg" x g ATTACHMENT

BHCS w/Pin w/ 3/3"
SAE Flat Washers

Chimney  (2) Ring
Base Cover
Plates

(2) Clamp
Cover Plates

I
I
1
|
|
|
|
|
|
!
1
1
|

PR

NOTE: Chimney
climber shown has
a 24" deck height
difference. - s

(2) 5" Half
Clamps

Protective (8) *y" Flange
¥Burfacing Nuts w/Pin

|
|
|
|
|
I
1
1
i
|
|
|
|
|
I
1
1
i

. Chimney
PR Bottom
Y = . Ring
PlayBooster 155043 Chimney Climb Across, 24" Difference sheet 1 of 2
601 7TH STREET SOUTH, DELANO, MINNESOTA 55328-8605 (763) 972-3391 1-888-LSHINST (1-888-574-4678) FAX (763)972-3185
© 2009 by Landscape Structures.  All rights reserved. Document #16645900




SAFETY NOTE
Choose a protective surfacing maierial that
has a Critical Helght Value of at least the
heighl of the Highest Accessible Part/Fall
Height of the adjacent equipment. (Ref. ASTM
F1487, SECTION 9.)

Certified

landscape 15492420
structures’ DETAIL 16492400
" 40" - 64" Deck Heights
(96) 12 " ;
CHIMNEY ASSEMBLY  (96)12° 40 “70n Deck Heights
24" - 48" Deck Heights (80) 12" 32" - 56" Deck Heights Cables
(65) 12" CableCore
Typical 11" x 11" Cables \ A
CableC ;
Gables OPe"'"\Q
N - B a— r— ) - >:’
(18) 4-Sided (14) 3-Sided (16) 3-Sided ~ (24) 4-Sided (16) 3-Sided (32) 4-Sided
Hubs & Hubs & Hubs & 2-Sided Hub Hubs & DETAIL  Hubs&
4-Sided Hubs 3-Sided Hubs 3-Sided Hubs  4->!ded Hubs 3-Sided Hubs 4-Sided Hubs
w/ Nuts w/ Nuts w/ Nuts w/ Nuts w/ Nuts 3-SIDED w/ Nuts
HUB ASSEMBLY

12" CableCore

Cable %he" X "

NOTE:

Proper seating of ball in
Hub/Cover is impor-

tant. Hub/Cover must o0 B\ 3-Sided Hub
be tight against mating | Ball ! )

part. (Ref.)

PLAN VIEW

12" CableCore 3-Sided Hub

Cable w/Nut
12" CableCore
Cable
DETAIL
o 4-SIDED
@ 5 HUB ASSEMBLY
\ 12" CableCore 5/ My 7/
Cable BHCS w/Pin

12" CableCore

12" CableCore
1070 Cable

4-Sided Hub
w/Nut

PlayBooster 155043 Chimney Climb Across, 24" Difference

601 7TH STREET SOUTH, DELANO, MINNESOTA 55328-8605 (763)972-3391 1-888-LSI-INST (1-888-574-4678) FAX (763) 972-3185
© 2009 by Landscape Structures.  All rights reserved.




\ﬂfh PlayBooster 155043 Chimney Climb Across,
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JASPECS\166\16645900.P65

Parts List

Part# Description

143084-00 Ring Top Climb Across, Specify Color
166395-00 Handhold Panel, Specify Color

154896-00 Chimney Base Rubber

154894-00 Ring Cover Plate, Specify Color

154895-00 Clamp Cover Plate, Specify Color ....

154892-00 Chimney Bottom Ring, Specify Color

154893-00 Chimney Clamp, Specify Color .........cccoviiiinnnne
145562-00 12" CableCore Cable, Red

134920-00 4-Sided Hub, Specify Color.......coiverivririnvinnniniinnns
134921-00 4-Sided Hub w/Nut, Specify Color ...

134922-00 3-Sided Hub, Specify Color

134923-00 3-Sided Hub w/Nut, Specify Color...

132730-00 Cable Cover, Specify Color ......cevvrincncnnecneinees
113729-00 Offset Hanger Clamp, Specify Color

113468-00 Spacer Tube, Specify Color

105327-01 5" Half Clamp, Specify Color

100610-00 '7," x 3/g" Drive Rivet, AL/SST

139551-00 Handhold Hardware Package .

100196-00 " x /" BHCS w/Pin, SST ....

100198-00 " x 1 '/3" BHCS w/Pin, SST ....
100351-00 5" Tee Nut, SST
100353-00 33" Flange Nut w/Pin, SST ......cccovvvirevnrniiiinninnnee
100365-00 33" SAE Flat Washer, SST
124460-00 %" x 3 3," BHCS w/Pin, SST ....

155014-00 Chimney Across 40"-48" Deck Hardware Pkg.. 1
100196-00 35" x "/s" BHCS w/Pin, SST
100351-00 3/g" Tee Nut, SST
131849-00 56" x Y," BHCS w/Pin, SST
132626-00 *he" x "/5" BHCS w/Pin, SST
100195-00 3" x /" BHCS w/Pin, SST
100353-00 3" Flange Nut w/Pin, SST
100365-00 /" SAE Flat Washer, SST

155015-00 Chimney Across 56" Deck Hardware Pkg. ......... 1
100196-00 35" x 7" BHCS W/Pin, SST ...cconumieiviniinsinsonnirenns 12
100351-00 33" Tee Nut, SST 12

131849-00 /6" x '/," BHCS w/Pin, SST
132626-00 /16" x /" BHCS w/Pin, SST ...
100195-00 %/g" x /g" BHCS w/Pin, SST .
100353-00 %/¢" Flange Nut w/Pin, SST
100365-00 3/g" SAE Flat Washer, SST

155016-00 Chimney Across 64"-72" Deck Hardware Pkg.. 1
100196-00 35" x "5" BHCS w/Pin, SST
100351-00 33" Tee Nut, SST
131849-00 /16" x 12" BHCS w/Pin, SST
132626-00 516" x "/g" BHCS w/Pin, SST ...
100195-00 3/g" x 3" BHCS w/Pin, SST .
100353-00 3/g" Flange Nut w/Pin, SST
100365-00 3/" SAE Flat Washer, SST

* = Determined By Order

Specifications are subject to change without notice.

24" Difference

Sﬁifications

Ring Top
Climb Across:

Chimney
Bottom Ring:

Handhold Panel:

Ring & Clamp
Cover Plates:

Chimney Clamp:

Base Rubber:
CableCore Cable:

Hub/Cover:
Spacer Tube:

Clamps:
Fasteners:

Installation Time:
Weight:

Fall Height:

Weldment comprised of 1.900" O.D.RS-20 (090" -
.100") galvanized steel tubing, and '/," x 1%," wide
steel clamps. Finish: Powdercoat, color specified.

‘Weldment comprised of 1.900" O.D. RS-20 (.090" -
.100") galvanized steel tubing, and ¥/,," HRPO sheet
steel. Finish: Powdercoat, color specified.

Solid color Permalene, color specified.

Fabricated from %,¢" HRPO sheet steel. Finish:
Powdercoat, color specified.

Weldment comprised of /," x 1 3/," HRPO flat steel
and %,5" HRPO sheet steel. Finish: Powdercoat, color
specified.

4 Ply - 440 530" thick rubber belting.

Made from ¥/,4" 7-19 galvanized aircraft cable. Coated
with U.V. stabilized polyurethane elastomer measur-
ing 1" in diameter, red in color.

Formed from 12 GA (.105") HRPO low carbon sheet
steel. Finish: Powdercoat, color specified.

Made from 6061-T6 aluminum /" O.D. x 1 1/,¢".
Finish: Powdercoat, color specified.

Cast aluminum. Finish: Powdercoat, color specified.

Primary fasteners shall be socketed and pinned
tamperproof in design, stainless steel (SST) per
ASTM F 879 unless otherwise indicated (see spe-
cific product installation/specifications).

Approx. 4 man hours

48" Deck - 144 1bs.

56" Deck - 153 Ibs.

64" Deck - 162 1bs.

72" Deck - 162 1bs.

2 Feet Above Highest Deck

Sheet 2 of 2
Document #16645900

Eco #53757 Document 16645900 replaces #15492400. Replaced handhold panel.



\ﬂ/h PlayBooster 155043 Chimney Climb Across,

24" Difference
landscape
structures:

Installation Instructions

1)  Attach ring top climb across to the mainstructure posts at the height
shown using 5" half clamps, %" x 7/5" BHCS w/pin and ;" tee nuts,
as shown. Refer to the Support Attachment Detail.

2) Attach offset hanger clamps to posts at the height shown using 5"
half clamps, %" x 1 '/;" BHCS w/pin and ¥;" tee nuts. Refer to the
Typical Offset Hanger Clamp Spec Sheet.

3)  Attach handhold panels to the face of the deck using %;" x /3" BHCS
w/pin with %" SAE flat washers and 3/;" flange nuts w/pin, as shown.

4) Attach handhold panels to the offset hanger clamp assemblies using
%" x 3 3," BHCS w/pin, spacer tubes and %" flange nuts w/pin.
Refer to the Panel Attachment Detail.

5) Assemble the CableCore chimney using CableCore Cables, 3-sided
hubs, 3-sided hubs w/nuts, 4-sided hubs, 4-sided hubs w/nuts and /,"
x /3" BHCS w/pin. Refer to the Hub Assembly Details and Chimney
Assembly Detail. NOTE: Proper seating of ball in Hub/Cover is
important. Hub/Cover must be tight against mating part.

6) Attach the CableCore chimney to the ring top climb across using
cable covers and %/;4" x !/," BHCS w/pin. Refer to the Cover Attach-
ment Detail. NOTE: Proper seating of ball in Hub/Cover is impor-
tant. Hub/Cover must be tight against mating part.

7) Attach chimney bottom ring to CableCore chimney using cable cov-
ers and ¥/,¢" x '/," BHCS w/pin. Refer to the Cover Attachment De-
tail. NOTE: Proper seating of ball in Hub/Cover is important. Hub/
Cover must be tight against mating part.

8) Attach ring cover plate and chimney base rubber to bottom chimney
ring using %" x 3/3" BHCS w/pin with 3" SAE flat washers and %"
flange nuts w/pin. Refer to the Bottom Chimney Ring Attachment
Detail.

9) Attach clamp cover plate and chimney base rubber to chimney clamp
using ¥/3" x 3/¢" BHCS w/pin with %" SAE flat washers and ;" flange
nuts w/pin. Refer to the Bottom Chimney Ring Attachment Detail.

10) Attach chimney clamp to post using 5" half clamp, %;" x 7/;" BHCS
w/pin and %" tee nuts. Position chimney bottom ring level with chim-
ney clamp and tighten clamp fasteners.

11) Install '/," x %/s" drive rivets in all 5" half clamps. Refer to the Offset
Hanger Clamp Spec Sheet.

12) Install protective surfacing before users are allowed to play on the
structure.

Specifications are subject to change without notice.
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Surfacing

72" Deck Height Shown

PlayBooster

© 2004 by Landscape Structures.  All rights reserved.

Typical

PlayBooster

SAFETY NOTE
Choose a protective surfacing malerial that
has a Critical Height Value of at least the
height of the Highest Accessible Part/Fall
Height of the adjacent equipment. (Ref. ASTM
F1487, SECTION 9.)

Certified

Corkscrew
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Corkscrew
N DETAIL
B SURFACE MOUNT
Anchors w/ 1/;" Flat
Washers & '/," Corkscrew
Standard Hex Nuts . ______f{] ]-————___
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148432 Corkscrews, 32"-72" Decks

601 7TH STREET SOUTH, DELANO, MINNESOTA 55328-8605 (763) 972-3391 1-888-LSI-INST (1-888-574-4678) FAX (763) 972-3185
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PlayBooster 148432 Corkscrews, 32"-72" Decks

landscape

structures’

JASPECS\148\14814600.p65

Parts List
|
Part# Description Qty.
147954-00 Handhold Panel, Specify Color ......c.cucvvcrernecrnnnnee 2
105327-01 5" Half Clamp, Specify Color . .2
113729-00 Offset Hanger Clamp, Specify Color ......... .2
147941-00 Corkscrew, 32" Deck (DB), Specify Color ... |
147942-00 Corkscrew, 40" Deck (DB), Specify Color ... |
147943-00 Corkscrew, 48" Deck (DB), Specify Color ............. 1
146511-00 Corkscrew, 56" Deck (DB), Specify Color ............. 1
146512-00 Corkscrew, 64" Deck (DB), Specify Color ...
146513-00 Corkscrew, 72" Deck (DB), Specify Color ... -
146514-00 Corkscrew, 32" Deck (SM), Specify Color ............. 1
146515-00 Corkscrew, 40" Deck (SM), Specify Color
146516-00 Corkscrew, 48" Deck (SM), Specify Color ...
146517-00 Corkscrew, 56" Deck (SM), Specify Color ...
146518-00 Corkscrew, 64" Deck (SM), Specify Color...
146519-00 Corkscrew, 72" Deck (SM), Specify Color
113468-00 5" O.D. x 1 '/,;" Spacer Tube, Specify Color ...... 2
100610-00 /" x /3" Drive Rivet, AL/SST ...cccovrerrecrrcrrearreiennens 2
148176-00 Pole Hardware Package

100196-00 3" x "/g" BHCS w/Pin, SST
100198-00 35" x 1 '/g" BHCS w/Pin, SST
100351-00 3/g" Tee Nut, SST
100353-00 3/g" Flange Nut w/Pin, SST ..o
100365-00 3" SAE Flat Washer, SST
148081-00 3" x 4 /" Threaded Rod, SST

111392-00 2-Hole (SM) Hardware Package
100266-00 2" x 2 %/," Expansion Anchors ...
100322-00 !/," Standard Hex Nut, SST
100363-00 /," Flat Washer, SST

DB = Direct Bury

SM = Surface Mount

Sﬁifications
Corkscrew: Weldment comprised of 1.900" O.D. RS-20 (.090" -
.100") galvanized steel tubing, and 1.315" O.D. RS-
20 (080" - .090") galvanized steel tubing. Finish:
Powdercoat, color specified.

Handhold Panel: Solid color Permalene, color specified.

Spacer Tube: Made from 6061-T6 aluminum 7/" O.D. x 1 ¥/,4".
Finish: Powdercoat, color specified.

Clamps: Cast aluminum. Finish: Powdercoat, color specified.

Fasteners: Primary fasteners shall be socketed and pinned
tamperproof in design, stainless steel (SST) per ASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).

Installation Time: SM - Approx. 1 %/, man hours
DB - Approx. 2 man hours
Concrete Req.: Approx. 1.5 cu. ft.
Weight: 67 Ibs. (32"48" Deck)
79 Ibs. (56"-72" Deck)
Fall Height: 48" (1220 mm) - (32", 40" & 48" Deck Heights)
72" (1830 mm) - (56", 64" & 72" Deck Heights)

Specifications are subject to change without notice.

Installation Instructions

1

2)

3)

4

5)

6)

(Direct Bury) Dig footing hole as shown. Refer to the Plan View/
Footing Layout.

Attach offset hanger clamps to posts at heights shown using 5" half
clamps, ¥g" x 1 Y/g" BHCS w/pin and %" tee nuts. Refer to the Typi-
cal Offset Hanger Clamp Spec Sheet.

Attach handhold panels to the face of the deck using ¥/s" x /" BHCS
w/pin with 35" SAE flat washers and *;" flange nuts w/pin.

Attach corkscrew to handhold panels and offset hanger clamps using
3s" flange nuts w/pin, *;" x 4 '/," threaded rods and spacer tubes.
Refer to the Handhold Panel Attachment Detail. NOTE: Turn /3" x
4 1/," threaded rod into /5" flange nut wipin until it bottoms out,
before attaching corkscrew.

(Direct Bury) With corkscrew plumb, pour concrete footing. Allow
concrete footing to cure a minimum of 72 hours before users are
allowed to play on the structure.

(Surface Mount) Drill '/," x 3" deep holes through support plate
using hammer drill and '/," masonry bit. Tap expansion anchors into
drilled holes. Fasten support plates to expansion anchors using '/,"
standard hex nuts with !/," flat washers.

Install protective surfacing before users are allowed to play on the
structure.



SAFETY NOTE
Choose a protective surfacing material that
has a Critical Height Value of at least the
height of the Highest Accessible Part/Fall
Height of the adjacent equipment. (Ref. ASTM
F1487, SECTION 9.)

Certified
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PlayBooster 146812 Sky Rail Climber, 64" - 72" Decks  sheet 102
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PlayBooster 146812 Sky Rail Climber, 64" - 72" Decks

JASPECS\146\14681400.P65

Parts List
Part# Description Qty
145553-00 Sky Rail, Specify Color 1
145875-00 Footer, DB, Specify Color 2
146719-00 Footer, SM, Specify Color 2
146822-00 Sky Rail Hardware Package ...........cccoevveinnn. 1
100196-00 3" x /" BHCS w/Pin, SST
100327-00 3/g" Standard Hex Nut, SST ...
100365-00 /" SAE Flat Washers, SST ...
100611-00 1/, x 3" Drive Rivet, AL/SST
111392-00 2-Hole (SM) Hardware Package ..............c.cccoeueene 2
100266-00 '/," x 2 3/," Expansion Anchor ....
100322-00 !/," Standard Hex Nut, SST
100363-00 1/," Flat Washer, SST

DB = Direct Bury

SM = Surface Mount

Sﬁifications

Sky Rail:

Footer:

Fasteners:

Installation Time:
Concrete Req.:
Weight:

Fall Height:

Weldment comprised of 1.900" O.D. RS-20 (.090" -
.100") galvanized steel tubing per ASTM A500,1.315"
OD. RS-20 (080" - 090") galvanized steel tubing
per ASTM A500, 1.029" O.D. RS-20 (070" - 080")
galvanized steel tubing per ASTM A500,%6" x 17/," x
2" angle and /," x 2 '/," HR flat steel. Finish:
Powdercoat, color specified.

Fabricated from 1.900" O.D. RS-20 (090" - .100")
galvanized steel tubing. Finish: Powdercoat, color
specified.

Primary fasteners shall be socketed and pinned
tamperproof in design, stainless steel (SST) per ASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).

Approx. 1 !/, man hours
Approx. 3 cu. ft.

64" - DB = 90 Ibs.

72" - DB =90 Ibs.

72" - SM = 82 Ibs.
Deck Height

Specifications are subject to change without notice.

Installation Instructions

D

2)

3)

4)

5)

Dig footing holes spaced as shown. Refer to the Plan View/Footing
Layout.

Insert footers into the sky rail climber. Drill through holes in the sky
rail climber into footers with a '/," or “F” (only) drill bit. Insert '/," x
/" drive rivets in holes and hammer drive rivet pins in until flush
with heads. Refer to the Direct Bury and Surface Mount Details.

Attach the sky rail climber to deck using *;" x /3" BHCS w/pin with %"
SAE flat washers and /3" standard hex nuts with */;" SAE flat wash-
ers. Refer to the Deck Attachment Detail.

Direct Bury

With the sky rail climber plumb, pour concrete footings. Allow con-
crete footings to cure a minimum of 72 hours before users are al-
lowed to play on the structure.

Surface Mount (Allowing 2"+ Depth Of Protective Surfacing)

Using a '/," hammer drill and '/," masonry bit, drill anchor bolt holes
into concrete slab 3" deep through holes in footer plate as shown.
Tap expansion anchors into holes and fasten using '/," flat washers
and !/," standard hex nuts, as shown.

Install protective surfacing before users are allowed to play on the
structure.



SAFETY NOTE

Choose a protective surfacing material that
has a Critical Helght Value of at leasi the
height of the Highest Accessible Part/Fall
Height of the adjacent equipment. (Ref. ASTM
F1487, SECTION 9.)
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tive surfacing must cover
hardware to satisfy fall
height requirements.

Snake Climbers, 48"-72"
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PlayBooster 122913 Snake Climbers, 48"-72"

landscape
structures-
JASPECS\143114346000.P65
Parts List
Parti# Description Qty.
139561-00 Handhold Panel, Specify Color ........cocervrvinvininns 2
142047-00 Snake Climber, 48" & 56", Specify Color .............. 1
142048-00 Snake Climber, 64" & 72", Specify Color .............. 1
142101-00 Support, 48" Deck (SM), Specify Color
142103-00 Support, 56" Deck (SM), Specify Color
142084-00 Support, 48" & 64" Deck (DB), Specify Color ...... 2
142083-00 Support, 56" & 72" Deck (DB), Specify Color ...... 2
142105-00 Support, 64" Deck (SM), Specify Color .........c.o... 2
142107-00 Support, 72" Deck (SM), Specify Color .. w2
105327-01 5" Half Clamp, Specify Clamp............... 2
113729-00 Offset Hanger Clamp, Specify Color . w2
113468-00 Spacer Tube, Specify Color ......cooovuveiunnerivenininrnnns 2
143454-00 Snake Climber Hardware PKg. .........ccoccovncnencns 1

124460-00 34" x 3 %," BHCS w/Pin, SST w2

100196-00  ¥g" x '/z" BHCS w/Pin, SST ... .. 6

100198-00 3;" x 1 /3" BHCS w/Pin, SST

100327-00 %" Standard Hex Nut, SST

100351-00  3/;" Tee Nut, SST

100353-00  3/g" Flange Nut w/Pin, SST

100365-00 33" SAE Flat Washer, SST

100611-00 /" x ¥/3" Drive Rivet, AL/SST ...cooencnncrirnnccnnns 4
121348-00 4 Hole (SM) Hardware Package .............ccoveunee 1

100266-00  '/," x 2 ¥," Expansion Anchor ....

100322-00 '/," Standard Hex Nut, SST

100363-00  !/," Flat Washer, SST

DB=Direct Bury
SM=Surface Mount

Sﬁifications

Climber:

Supports:

Handhold Panel:
Spacer Tube:

Fasteners:

Offset Hanger
Clamp Assembly:

Specifications are subject to change without notice.

Weldment comprised of 1.660" O.D. RS-40 (.111" -
.121") galvanized steel tubing, and 1.315" O.D. RS-
20 (080" - 090") galvanized steel tubing. Finish:
Powdercoat, color specified.

Formed from 1.660" O.D. RS-40 (.111" - .121") gal-
vanized steel tubing. Finish: Powdercoat, color speci-
fied.

Solid color Permalene, color specified.

Made from 6061-T6 aluminum 7/z" O.D. x 1 '/,4".
Finish: Powdercoat, color specified.

Primary fasteners shall be socketed and pinned
tamperproof in design, stainless steel (SST) per ASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).

Cast aluminum. Finish: Powdercoat, color specified.

Installation Time:

SM - Approx. 1 '/, man hours

DB - Approx. 2 !/, man hours
Approx. 3.1 cu. ft.

Off 48" & 56" Deck (SM) - 99 Ibs.
Off 48" & 56" Deck (DB) - 107 Ibs.
Off 64" & 72" Deck (SM) - 106 Ibs.
Off 64" & 72" Deck (DB) - 114 Ibs.
Deck Height

Concrete Req.:
Weight:

Fall Height:

Installation Instructions

D

2)

3)

4)

5)

6)

7

8)

(Direct Bury) Dig footing holes spaced as shown. Refer to the El-
evation Key.

Insert supports into snake climber. Attach snake climber to deck us-
ing %" x "/s" BHCS w/pin and %" standard hex nuts with *3" SAE
flat washers. Refer to the Deck Attachment Detail.

With supports Plumb, drill through holes in snake climber into sup-
orts with a !/," or “F” (only) drill bit. Insert !/," x */;" drive rivets In
oles and hammer drive rivet pin in until flush with head. Refer to

the Support Attachment Detail.

Attach handhold panels to the face of the deck using ¥;" x 7/s" BHCS
w/pin with %" SAE flat washers and /" flange nuts w/pin.

Attach offset hanger clamps to posts at heights shown using 5" half
clamps, %" x 1 /" BHCS wi/pin and %" tee nuts. Refer to the Typi-
cal Offset Hanger Clamp Spec Sheet.

Attach handhold panels to the offset hanger clam;f)] assemblies using
" x 3 3," BHCS w/pin, spacer tubes and *;" flange nuts w/pin.
Refer to the Handhold Panel Attachment Detail.

(Direct Bury) With snake climber in final position, pour concrete
footings. Allow concrete footings to cure a minimum of 72 hours
before users are allowed to play on the structure.

(Surface Mount) Mark anchor bolt locations on concrete slab through
holes in anchor plate and remove climber. Drill ‘/3_" x 3" deep holes
on marks into concrete usin% hammer drill and '/," masonry bit. Tap
expansion anchors into drilled holes. Reposition climber and reat-
tach to the face of the deck following step 3. Fasten anchor plates to
expansion anchors using '/," standard hex nuts with '/," flat washers.

Install protective surfacing before users are allowed to play on the
structure.

ECO #51678 Document #14346000 replaces #13988500. Replaced snake climbers and supports. Also added '/,"

x ¥s® drive rivets to hardware package.



SAFETY NOTE

Choose a protective surfacing material that
has a Critical Height Value of at lsast the
height of the Highest Accessible Part/Fall
Height of the adjacent equipment. (Ref. ASTM
F1487, SECTION 8.)

Certifled
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Parts List Installation Instructions

Part# Description Qty. | 1) Attach handhold panels and vertical ascent panel to deck using 5" x
154891-00 Vertical Ascent Handhold Panel, Specify Color......... 2 "/s" BHCS w/pin with ;" SAE flat washers and %" flange nuts w/pin,
145597-00 Vertical Ascent Panel, 48" Deck, Specify Color ........ 1 as shown.

145596-00 Vertical Ascent Panel, 56" Deck, Specify Color ........ 1

145595-00 Vertical Ascent Panel, 64" Deck, Specify Color ........ 1 2) Attach handhold panels and vertical ascent panel to offset hanger
145585-00 Vertical Ascent Panel, 72" Deck, Specify Color ....... 1 clamps using *s" x 3 %," BHCS w/pin, spacer tubes and ¥/;" flange
105327-01 5" Half Clamp, Specify Color ......ccoeverueereerecrsrerenenns 6 nuts w/pin. Refer to the Panel Attachment Detail.

113729-00 Offset Hanger Clamp, Specify Color .......coecveirunncns 6 .
113468-00 Spacer Tube, Specify Color ........... 3) Attach offset hanger clamps to posts at heights shown using 5" half

clamps, %" x 1 /3" BHCS w/pin and *;" tee nuts. Refer to the Typi-
cal Offset Hanger Clamp Spec Sheet.

100610-00 !1," x /" Drive Rivet, AL/SST

145792-00 Hand Grip Set . . .
143110-00  Hand Grip, Blue 4)  Attach hand grips to handhold panels and vertical ascent panel using

1
2
143110-00 Hand Grip, Yellow .......... 2 g" x 1'/3" BHCS w/pin and ¥;" flange nuts w/pin, as shown.
3
3

143110-00 Hand Grip, Red
143110-00 Hand Grip, Green

5) Install //," x 3/g" drive rivets in all 5" half clamps. Refer to the Typi-
cal Offset Hanger Clamp Spec Sheet.

145616-00 Vertical Ascent Hardware Package ..........c..cocceunnn. 1
100196-00 3/g" x /" BHCS w/Pin, SST 6
100198-00 3g" x 1 /3" BHCS W/PIn, SST ..ciecccrrervereererencrrenes 32
100351-00 3/g" Tee Nut, SST 12
100353-00 3/s" Flange Nut w/Pin, SST 32
100365-00 3/s" SAE Flat Washer, SST 6
124460-00 3" x 3 ¥," BHCS W/Pin, SST ...ccreeercrnrenccrinencccnnens 6

Sﬁifications
Hand Grip: Made from Polyester Resin. Hand Grips measure
approx. 5 ¥/," long x 2 '/," wide x 1%/," high.

Panels: Solid color Permalene, color specified.

Spacer Tube: Made from 6061-T6 aluminum ’/;" O.D. Finish:
Powdercoat, color specified.

Clamps: Cast aluminum. Finish: Powdercoat, color specified.

Fasteners: Primary fasteners shall be socketed and pinned
tamperproof in design, stainless steel (SST) per ASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).

Installation Time: Approx. 2 man hours
Weight: 48" Deck Height - 83 ]bs.
56" Deck Height - 91 Ibs.
64" Deck Height - 99 Ibs.
72" Deck Height - 106 Ibs.
Fall Height: 53 '/," (48" Deck Height)
61 1/," (56" Deck Height)
69 '/," (64" Deck Height)
77 '," (72" Deck Height)

Specifications are subject to change without notice. Eco #52884 Document 15489700 replaces 14562500. Replaced handhold panels.



SAFETY NOTE
Choosa a prolective surfacing material that
has a Critical Height Value of at least the
height of the Highest Accessible Pari/Fall
Height of the adjacent equipment. (Ref. ASTM
F1487, SECTION 9.)
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\ﬂ/h PlayBooster 119805 Horizontal Ladder,

: n
landscape Loop, Single Beam 84
structures-
JASPECS\149\14924500.P65
Parts List Installation Instructions
|
Part# Description Qty. 1) Mark posts for the appropriate height of the loop horizontal ladder.
145940-00 Loop Horizontal Ladder, Specify Color .......ccocerccuneee 1 Adjust height for age appropriateness.
g ge approp
105327-01 5" Half Clamp, Specify Color .......cccovcnivvrnccnncens 4 . . . . i i
100610-00 1" X ¥g" Drive Rivet, ALISST ..ooooooorsossisrreirn 4 2)  Lift loop horizontal ladder into position and attach to posts using 5
half clamps with /" x "/s" BHCS w/pin and *;" tee nuts.

1491’(2)(3)?-906(100 f-ll:xr;z;;staBlHLcasd ae/;,i:asrsd;v are Package ............ é 3) Be sure loop horizontal ladder is level, if not, adjust clamps to do so.

100351-00 %" Tee Nut, SST wouvuevusmmnenssssrmnssmsssssssssmsssssnsssesisessssssss 8 4) Install '/," x %" drive rivets in all 5" half clamps. Refer to the Typical

Offset Hanger Clamp Spec Sheet.

S ifications 5) Install protective surfacing before users are allowed to play on the
b structure.

Loop Ladder: Weldment comprised of 2.375" O.D. RS-40 (.130"-
.140") galvanized steel tubing, 1.315" O.D. x RS-20
(080"-.090") galvanized steel tubing and '/," HRPO
flat steel. Finish: Powdercoat, color specified.

Clamp: Cast aluminum. Finish: Powdercoat, color specified.

Fasteners: Primary fasteners shall be socketed and pinned tam-
perproof in design, stainless steel (SST) per ASTM F 879
unless otherwise indicated (see specific product in-
stallation/specifications).

Installation Time: Approx. 1 man hour
Area Req.: 6'minimum use zone
Weight: 79 lbs.
Max. Fall Height: 60" (1,52 m ) 2-5 Yr. Olds.
67"-79" (1,70 m - 2,00 m) 5-12 Yr. Olds.

Eco #52548 Document #14924500 replaces #14738100. Replaced loop horizontal ladder.

Specifications are subject to change without notice.
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landscape
structures-

PlayBooster 111267 Recycled Polyethylene Wall

JASPECS\116\11950200.P65

Parts List
Part# Description Qty
111267-00 Poly Wall
109533-00  Poly Wall Boards 4 x 6 x 36 '/,"
100583-00 40 7/,s" Aluminum Pipe Bolt, Tan .. 2
113729-00  Offset Hanger Clamp, Specify Color. .. 4
105327-01 5" Half Clamp, Specify Color
106586-00 Hardware Package
100198-00 3/z" x 1 /" BHCS w/Pin, SST
100203-00  3/;" x 2 '/," BHCS w/Pin, SST
100298-00  */;" Set Screw .......
100351-00  3/;" Tee Nut, SST 8
100610-00  */," x 3/3" Drive Rivet, AL/SST ....occovenmerncererrennnen 4
118074-00  Aluminum Collar 4
109598-00 1 %," Black Plastic SPacer .........coueiniiricsnserscnnnne 8

Sﬁifications

Poly Wall Board: Recycled 3 !/," x 5 '/," x 36 !/," cedar colored, U.V.

stabilized, high-density polyethylene.

PipeBolts: Extruded from 1.125" O.D. x 312" W. 6061-T6 alu-

minum.

Spacers: High-density polyethylene, black in color.

Offset Hanger
Clamp Assembly: Cast aluminum. Finish: Powdercoat, color specified.

Fasteners: Primary fasteners shall be socketed and pinned

tamperproof in design, stainless stee] (SST) per ASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).

Installation Time: Approx. 1 man hour
Weight: 111266-00 (Wood) - 87 Ibs.

Specifications are subject to change without notice.

111267-00 (Poly) - 105 Ibs.

Installation Instructions

1) Thread pipe bolts through wall boards alternating boards with the 1%/,"
black plastic spacers. Slip an aluminum collar over each end of pipe
bolt.

2) Attach a offset hanger clamp to ends of pipe bolts using %/5" x 2 1/,"
BHCS w/pin.

3) Position wall assembly against posts with bottom of wall boards 1 %/,"
above deck. NOTE: Wall boards can be inverted to allow installa-
tion of two walls in line with each other or at right angles to each
other. See front of sheet. Fasten assembly to posts using 5" half clamps
with %" x 1 /3" BHCS w/pin and */;" tee nuts. Refer to the Typical
Offset Hanger Clamp Spec Sheet.

4) Center wall boards between posts with collars tight against wall
boards. Tighten ¥/;" set screws in collars.

5) Install /," x 3/¢" drive rivets in all 5" half clamps. Refer to the Typical
Offset Hanger Clamp Spec Sheet.

6) Install protective surfacing before users are allowed to play on the
structure.

4-2-96 Revision-00 Document # 119502-00 Replaces # 118221-00. Added Clamps To Parts List.



SAFETY NOTE
Chooss a protective surfacing malerial thal
has a Critical Height Vaiue of al leas! the
height of the Highest Accessible Part/Fail
Height of the adjacent equipment. (Ref. ASTM
F1487, SECTION 9.)
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Jm PlayBooster 115254 Storefront Panel

landscape
structures-
JASPECS\160\16060200.P65
Parts List Installation Instructions
Part# Description Qty. 1) Attach offset hanger clamp assemblies to posts at height shown. Us-
105327-01 5" Half Clamp, Specify Color .....couvvueeremremrerenniens 4 ing half clamps and ¥/;" x 1 /" BHCS w/pin with %" tee nuts. Refer
113729-00 Offset Hanger Clamp, Specify Color. 4 To The Typical Offset Hanger Clamp Spec Sheet.
144581-00 Storefront Panel, Specify Color ..... 1
144580-00 Store Counter, SPEcify COlOT .....vvvvvvvvvvvveesessssmmereonas 1 2)  Attach panel to offset hanger clamp assemblies using */s" x 2" BHCS
with 3/;" SAE flat washers and */3" flange nuts w/pin.
13::83‘:703(300 ,};:’“n :l;t;_;chg"e;;;{ ardware Package ............. i 3)  Attach aluminum angles to storefront panel using ¥/;" x 3/3" BHCS w/pin
100198-00  ¥/g" % 1 Y5" BHCS W/PIn, SST wecerrrvmeereersnrrneeerecen 8 through angles and */s" flange nuts w/pin through panel. Attach store
100351-00 3/3" Tee Nut, SST 8 counter top to aluminum angles using %" x 1 /" flat head cap screws
100353-00 /3" Flange Nut w/Pin, SST ...coeormrvnsirmesiinnsesnniesanns 4 through counter top and *;" low crown cap nuts with %" SAE flat
100610-00 1" x 515" Drive Rivet, AL/SST ....ccoconvennrnmerccninrennnn 4 washers underneath angles.
100365-00 3/s" SAE Flat Washer, SST 4
4) Install '/," x /4" drive rivets in all 5" half clamps. Refer to the Typical
115985-00 Store Counter Top Hardware Package................. 1 Offset Hanger Clamp Spec Sheet.
100195-00 3" x 3/" BHCS w/Pin, SST ....cceccervueeee e 4 . .
100252-00 3" x 1 Y/," Flat Head Cap Screw, SST .. 4 5) Install protective surfacing before users are allowed to play on the

100349-00 3" Low Crown Cap Nut, SST ............ ) structure.

100353-00 33" Flange Nut w/Pin, SST ...c.coviiinininiinnniniinnns 4
100365-00 " SAE Flat Washer, SST 4
105207-00 Aluminum Angle 4

Sﬁifications
Storefront Panel: Permalene solid color. Panel measures 35 3/;" wide x
20" high, color specified.

Offset Hanger
Clamp Assembly: Cast aluminum. Finish: Powdercoat, color specified.

Fasteners: Primary fasteners shall be socketed and pinned
tamperproof in design, stainless steel (SST) per ASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).

Installation Time: Approx. 1 man hour
Weight: 29 ]bs.

Specifications are subject to change without notice. ECO #53339 Document #16060200 replaces #14458200. Removed store front panel set from Parts List.



SAFETY NOTE

Choose a protective surfacing material that
has a Critical Height Value of at least the
height of the Highest Accessible Pari/Fall
Height of the adjacent equipment. (Ref. ASTM
F1487, SECTION 9.}
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landscape

structures-

JASPECS\141\14161500.P65

Parts List

Part# Description Qty.

105327-01 5" Half Clamp, Specify Color ....eienvcineiriimicnnnne 1

141541-00 Grab Bar, Brown 1

106518-00 Grab Bar Hardware Package ..........ccccooerveenenene 1
100196-00 3lg" x 7/g" BHCS W/Pin, SST ...cccvvinmenricrinnninineninene 2
100351-00 3/g" Tee Nut, SST 2
100610-00 1/, x 3/" Drive Rivet, AL/SST ...cocccoemminccnninnncncnns 1

Sﬁifications

GrabBar: Weldment comprised of formed 73" O.D. 11 GA

(.120" and '/," x 1 3/," stainless steel half clamp. Fin-
ish: TenderTuff, brown in color.

Half Clamp: Cast aluminum. Finish: Powdercoat, color specified.

Fasteners: Primary fasteners shall be socketed and pinned

tamperproof in design, stainless steel (SST) per ASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).

Installation Time: Approx. '/, man hour
Weight: 5 Ibs.

Specifications are subject to change without notice.

PlayBooster 120901 Grab Bar

Installation Instructions
1) Attach grab bar to post at height shown, using a 5" half clamp, */;" x
/" BHCS w/pin and %" tee nuts.

2) Install//," x %" drive rivet in 5" half clamp. Refer to the Offset Hanger
Clamp Spec Sheet.

3) Install protective surfacing before users are allowed to play on the
structure.

ECO #51463 Document #14161500 replaces #13549700. Changed Grab Bar half clamp to stainless steel.



SAFETY NOTE
Choose a protective surfacing material that
has a Critical Heighl Value of at least the
height of the Highest Accessible Part/Fall
Height of the adjacent equipment. (Ref. ASTM
F1487, SECTION 9.)
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PlayBooster 120902 Hand Hold/Leg Lift

landscape

structures-

JASPECS\138\13859500.P65

Parts List

|

Part# Description Qty.

105327-01 5" Half Clamp, Specify COlOT ...c..cererremmerrerrcernenees 1

138029-00 Hand Hold, BIOWN .....ccooovreeverieecrecrircnecrnesrecnsesesenns 1

106518-00 Hand Hold Hardware Package ...........cccoonnuee. 1
100196-00 %" x /5" BHCS W/Pin, SST ..cvvrvvecermerecemrecrnrsenens 2
100351-00  3/" Tee Nut, SST 2
100610-00  !/," x 35" Drive Rivet, AL/SST ....coovveremrreucrmecrcnrenens 1

S&iﬁcations
Half Clamp: Cast aluminum. Finish: Powdercoat, color specified.
Hand Hold: Weldment comprised of formed 73" O.D. 11 GA

(.120" and Y," x 1 %/," stainless steel half clamps. Fin-
ish: TenderTuff, brown in color.

Fasteners: Primary fasteners shall be socketed and pinned
tamperproof in design, stainless steel (SST) per ASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).

Installation Time:  Approx. !/, man hour
Weight: 4 lbs.

Specifications are subject to change without notice.

Installation Instructions
1) Attach hand hold to post at height shown, using a 5" half clamp, %"
x /" BHCS w/pin and ;" tee nuts.

2) Install /" x 3/5" drive rivet in 5" half clamp. Refer to the Offset Hanger
Clamp Spec Sheet.

3) Install protective surfacing before users are allowed to play on the
structure.

Eco #51073 Document #13859500 replaces #13549800. Changed hand hold half clamp to stainless steel.
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PlayBooster’120818 Playstructure Seat

JASPECS\73\17398100.P65

Parts List
|
Part# Description Qty.
153952-00 Playstructure Seat, Specify Color
105327-01 5" Half Clamp, Specify Color
106022-00 5" Deck Hanger Clamp, Specify Color ........cooveeui. 2
106676-00 Seat Hardware Package 1
100198-00 ¥g" x 1 Yg" BHCS w/Pin, SST .coiveircirrinceicrinenns 4
100321-00 3/g" Hex Patch Nut, SST 2
100351-00 3/g" Tee Nut, SST 4
100362-00 /3" Flat Washer, SST 2
100610-00 11" x /3" Drive Rivet, AL/SST .....ccovvvrninnrninanns 2

Sﬁiﬁcations

Seat:

Deck Hanger
Clamp Assembly:

Fasteners:

Installation Time:
Weight:

Flange formed from 11 GA (.120") sheet steel. Seat-
ing surface is perforated with %/,," diameter holes. Fin-
ish: TenderTuff, color specified.

Cast aluminum. Finish: Powdercoat, color specified.

Primary fasteners shall be socketed and pinned
tamperproof in design, stainless steel (SST) per ASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).

Approx. 1 man hour
26 Ibs.

Specifications are subject to change without notice.

Installation Instructions

1)

2)

3)

4)

5)

6)

Playstructure seat attaches offset to posts. Refer to your site layout
for where and which direction the playstructure seat needs to be in-
stalled. NOTE: If panel is attached to Playstructure Seat, deck height
must be 56".

Mark posts for the appropriate height of the playstructure seat you
are installing. NOTE: Height is adjustable 8"-16".

Fasten 5"deck hanger clamps to the marked position on posts using
5" half clamps and ;" x 1 /3" BHCS w/pin with %" tee nuts. Refer
to the Typical Offset Hanger Clamp Spec Sheet.

Position seat over 5" deck hanger clamps and attach using ;" hex
patch nuts with %" flat washers, as shown.

Install '/," x %/¢" drive rivets in all 5" half clamps. Refer to the Typical
Offset Hanger Clamp Spec Sheet.

Install protective surfacing before users are allowed to play on the
structure.

Eco #54117 Document #17398100 replaces #15395600. Changed seat from brown to color specified.
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(16) ¥q"
T-Nuts

A

Handloop/Rails

1
I
|
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1

L
I
1
I
I
I
|
|
I
1
1
1
1

Top of
Rail to
Top of Rail

i
B —
S &
e
<
o B (3) 40 76" Rails 24" Rail/Deck Height Use (2) Rails
-3 SELERA 32" Rail/Deck Height Use 3 Rails (Shown)
" '~ " Protective
Surfacing

PlayBooster 141886 Access/Landing. Horizontal Ladders sheet1ot2

601 7TH STREET SOUTH, P.0.BOX 198 DELANO, MINNESOTA 55328 (763) 972-3391 1-888-LSI-INST (1-888-574-4678) FAX (763) 972-3185
© 2003 by Landscape Structures Inc. Al rights reserved. Document #14188000




LANDSCAPE
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JASPECS\141\14188000.P65

Parts List

Part#

108542-00
108569-00
105327-01
113729-00
100610-00

124342-00
100198-00
100203-00
100351-00

108542-00
108569-00
105327-01
113729-00
100610-00

124342-00
100198-00
100203-00
100351-00

Description Qty
24" Rail/Deck Height

Handloop, Specify Color 1
Rail, Specify Color

5" Half Clamp, Specify Color .......ccuieenerrernnnns 6
Offset Hanger Clamp, Specify Color. .. 6
11" x 3/¢" Drive Rivet, SST ...... .. 6

Handloop/Rail Hardware Package
3¢" x 1 /5" Hex-Pin Cap Screw, SST
5/g" x 2 '/," Hex-Pin Cap Screw, SST
" Tee Nut, SST

32" Rail/Deck Height

Handloop, Specify Color
Rail, Specify Color
5" Half Clamp, Specify Color .......ccocevvivreviriverennns
Offset Hanger Clamp, Specify Color.
1" x 3/5" Drive Rivet, SST ....cccvevevinrercneereeneesannenene

Handloop/Rail Hardware Package ....
3/g" x 1 '/g" Hex-Pin Cap Screw, SST
5/g" x 2 '/," Hex-Pin Cap Screw, SST
3/g" Tee Nut, SST

Sﬁifications

Rail/ Handloop: Fabricated from 1 '/;" O.D. steel tubing with 303 stain-

less steel welded %/¢" threaded inserts in each end. Fin-
ish: Coated with TenderTuf¥, color specified.

Offset Hanger
Clamp Assembly: Cast aluminum. Finish: Powdercoat, color specified.

Fasteners: Primary fasteners shall be socketed and pinned

tamperproof in design, stainless steel (SST) perASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).

Installation Time: Approx. 1 man hour
Weight: 34 lbs. (24")

46 bs. (32")

Specifications are subject to change without notice.

PlayBooster 141886 Access/Landing,

Horizontal Ladders

Installation Instructions

1) Mark locations of clamps on posts per dimensions on front of sheet.

2) Attach offset clamps to ends of rails/handloops using %" x 2 '/,"
hex-pin cap screws.

3) Position rails/handloop on marked position on posts and attach us-
ing 5" half clamps and *;" x 1 '/§" hex-pin cap screws with /" tee
nuts. Refer to the Typical Offset Hanger Clamp Spec Sheet.

4) Install drive rivets in half clamps per the Typical Offset Hanger Clamp
Spec Sheet.

5) Install protective surfacing before users are allowed to play on the
structure.



SAFETY NOTE
Choose a protective surfacing material that
has a Critical Height Value of al least the

height of the Highest Accessible Pari/Fall Ig()
Height of the adjacent equipmant. {Ref. ASTM A
F1487, SECTION 9.)
landscape
13552900

structures’

o < =
ya \
7—[ ™ T
Aluminum Center | i
Post (Open) o i
58 2/, o !
[t ]
1632 This space % I !
will vary. ~® !
- i
[ I
[ 1
. 1 Deck |
L

Recycled 1 x 6 Tongue &
Groove Poly Boards

(4)Recycled Aluminum
Peak Extrusions

—

Typical
Posts

PlavBooster 111408 ReCVCIed Peak ROOf Sheet 1 of 2

601 7TH STREET SOUTH, DELANO, MINNESOTA 55328-8605 (763)972-3391 1-888-LSI-INST (1-888-574-4678) FAX (763) 972-3185
© 2009 by Landscape Structures. Al rights reserved. Document #16898200
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SAFETY NOTE
Choose a prolective surfacing material that
has a Critical Height Value of at least the
height of the Highesi Accessible Part/Fall
Height of the adjacent equipment. (Ref. ASTM
F1487, SECTION 9.)

Certitied

168982a

landscape

structures’
DETAIL

DETAIL 1
ROOF ASSEMBLY

(8)%/" Standard
Hex Nuts w/ 3/"
SAE Flat Washers

DETAIL

Poly
Board

(20) #14 x 3/,"
Torx Screws

(8)%/s" x 7"
BHCS w/Pin

w/ 33" SAE Flat
Washers

(4) Peak
Extrusions

(16) #14 x 3/,"
Torx Screws

(4)Corne
Plates

(4) Trim Extrusions
r

7 /;
/

L/ T (#%x7ls" BHCS wiPin
/ ; w/ 3" SAE Flat Washers
/

/ [

/ — (7 (4) Roof Brackets
/ a

//.
(4) Post Caps
(4) 5" Half Clamps i
gé?ﬁ,ﬁk Hanger l %\ (4)%/" Standard Hex Nuts
Typical Post —t | w/%/y" SAE Flat Washers

Recycled Peak Roof

PlayBooster
601 7TH STREET SOUTH, DELANO, MINNESOTA 55328-8605 (763) 972-3391 1-888-LSI-INST (1-888-574-4678) FAX (763) 972-3185

© 2009 by Landscape Structures.  All rights reserved.



SAFETY NOTE

Choose a prolective surfacing material that
has a Critical Height Value of at least the
height of the Highest Accessible Part/Fall
Height of the adjacent equipment. (Ref. ASTM
F1487, SECTION 9.)

Certified
162511b

landscape
structures:

DETAIL 3
POST ROOF MOUNT

(4) Deck Hanger

Clamos (4) Post NOTE: Line up arrow on post
P cap with hole in 5" half clamp
prior to drilling hole for drive

(8) %" Tee rivet, to ensure drive rivet will
Nuts protrude through post cap tab.

(8) " X 7"

(4)Posts—T Drive Rivets
(8) Yy x 1 /" (4) 5" Half
BHCS w/Pin Clamps

DETAIL 2
CORNER ASSEMBLY
(8) Bolt Caps "B"

(4)Peak
Extrusions

(8)%/y" Standard
Hex Nuts

(4) Roof
(8) %" Standard Brackets
Hex Nuts w/ /"

3jn
SAE Flat Washers (8) 3" SAE Flat

Washers

(8) Bolt Caps "A"

Extrusions

(4)Trim /

NOTE:

Be sure to keep corner
seams tight between trim ex-
trusions during assembly.

(8)%/p" x /3" BHCS w/Pin

w/ 3" SAE Flat Washers (4)Corner

Plates

L

(8)%p" x /5" t
BHCS w/Pin

w/3/g" SAE

Flat Washers

PlayBooster Recycled Peak Roof Sheet 2 of 2
601 7TH STREET SOUTH, DELANO, MINNESOTA 55328-8605 (763)972-3391 1-888-LSI-INST (1-888-574-4678) FAX (763) 972-3185
© 2008 by Landscape Structures. Al rights reserved. Document #16898200
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landscape
structures'

PlayBooster 111408 Recycled Peak Roof

JASPECS\166\16898200.P65

Parts List
Part# Description Qty
112580-00 Corner Plate, Specify Color .... w4
112582-01 Center Post, Specify Color ..... w1
112587-00 Peak Extrusion, Specify Color .4
112595-00 Trim Extrusion, Specify Color ... . 4
130572-00 Roof Bracket, Specify Color ...... .4
161236-00 5" Post Cap, Specify Color ..... 4
105327-01 5" Half Clamp, Specify Color ........ .. 4
106022-00 Deck Hanger Clamp, Specify Color 4
112737-00 Board Set, Boxed .........

112598-00 Poly Board 1" x 6" x 9 /5"

112604-00 Poly Board 1" x 6" x 15"

112602-00 Poly Board 1" x 6" x 20 7/;"

112601-00 Poly Board 1" x 6" x 26 3/,"

112605-00 Poly Board 1" x 6" x 32 5" ...

112607-00 Poly Board 1" x 6" x 38 3/" ....

112608-00 Poly Board 1" x 6" x 44 3/," ....

112609-00 Poly Board 1" x 6" x 50 %" ....

112600-00 Poly Board 1" x 6" x 56 %"
168983-00 Peak Roof Hardware Package

100196-00 3/g" x 7/3" BHCS w/Pin, SST ...

100327-00 3" Standard Hex Nut, SST

100365-00 %s" SAE Flat Washer, SST ..

127872-00 #14 x 3/," Torx Screw, SST

127463-00 Torx Hex Bit 1

100613-00 /" x "/s" Drive Rivet, AL 4

100351-00 %" Tee Nut, SST 8

100198-00 " x 1 " BHCS W/Pin, SST ....covvirrencrneeereerann 8

131688-00 Bolt Cap Part "A", Tan 8

131689-00 Bolt Cap Part "B", Tan 8

Sﬁifications

Poly Boards:

Center Post:
Corner Plate:
5" Post Cap:

Peak Extrusion:

Roof Bracket:
Trim Extrusion:

Clamps:
Fasteners:

Installation Time:
Weight:

Recycled 1" x 6" tongue and groove cedar colored,
U.V. stabilized, high-density polyethylene.

Fabricated from 4" square x .125" wall tube alumi-
num 6063-T52. Finish: Powdercoat, color specified.

Fabricated from " x 1 '/," HRPO steel. Finish:
Powdercoat, color specified.

Die cast 369.1 aluminum alloy. Finish: Powdercoat,
color specified.

Weldment comprised of aluminum 6063-T6 and ¥,4"
x 3" 6061-T6 aluminum plate. Finish: Powdercoat,
color specified.

Fabricated from formed 7 GA. (.179") HRPO flat steel.
Finish: Powdercoat, color specified.

Fabricated from aluminum 6063-T6. Finish:
Powdercoat, color specified.

Cast aluminum. Finish: Powdercoat, color specified.

Primary fasteners shall be socketed and pinned
tamperproof in design, stainless steel (SST) per ASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).

Approx. 4 man hours
200 lbs.

Specifications are subject to change without notice.

Installation Instructions

)

2

3)

4)

5)

6)
7

8)
9)

10)

11)

12)

NOTE: Be sure posts are plumb, 42" on center and at same height
to one another. This will greatly simplify installation of roof. Roof
needs to be assembled on the ground over a clean flat surface.

Attach the (4) peak extrusions to the center post using %" x /5" BHCS
w/pin with 3/;" SAE flat washers and *;" standard hex nuts with /3"
SAE flat washers. See Detail 1.

Attach the (4) 56 /3" poly boards to the trim extrusion by placing
poly board in extrusion and centering. Attach using #14 x 3/," torx
screws (5) places. NOTE: A torx hex bit #127463-00 is supplied in
the Peak Roof Hardware Package #162512-00 for the #14 x °/," torx
SCrews.

With roof setting upside down place poly boards between the peak
extrusions. First poly board 9 /3" long through the last being 50 */;" long.

Attach the 56 */;" poly board with trim extrusion to the peak extru-
sion using #14 x ¥/," torx screws, (2) each side. NOTE: A torx hex
bit #127463-00 is supplied in the Peak Roof Hardware Package
#162512-00 for the #14 x 3/," torx screws. Be sure trim extrusion
comes even to the corner with the peak extrusion. See Details 1 & 2.

Repeat Steps 4 and 5 for the second side of roof.

Attach corner plate to trim extrusion joining the first two sides using
3" x 715" BHCS w/pin,3/s" SAE flat washers, ;" standard hex nuts,
bolt caps part "A" and bolt caps part "B", as shown. Attach roof
bracket to trim extrusion joining the first two sides using ;" x 7/g"
BHCS w/pin with %" SAE flat washers and %" standard hex nuts
with %" SAE flat washers. See Detail 2.

Repeat Steps 4, 5 and 7 for the next two sides.

‘With roof completely assembled, attach deck hanger clamps to posts
using 5" half clamps, %" x 1 /" BHCS w/pin and %;" tee nuts. See
Detail 1.

With four people minimum, lift roof into position and attach roof
brackets to deck hanger clamps using ¥/;" x "/g" BHCS w/pin with ¥/g"
SAE flat washers and *;" standard hex nuts with */;" SAE flat wash-
ers. See Detail 1.

Brace the roof in a level position. Line up arrows on post caps with
holes in 5" half clamps and insert post caps into posts. Drill '/," holes
through 5" half clamps, posts and post cap tabs. See Detail 3. Insert
1/," x /" drive rivets into drilled holes and tap pin in until it is flush
with rivet head. NOTE: Line up arrow on post cap with hole in 5"
half clamp prior to drilling hole for drive rivet, to ensure drive rivet
will protrude through post cap tab.

Install protective surfacing before users are allowed to play on the
structure.

Eco #53880 Document #16898200 replaces #16251100. Replaced hardware package.



SAFETY NOTE

Choose a prolective surfacing material that
has a Critical Height Value of at least the
height of the Highest Accessible Pari/Fall
Height of the adjacent equipment. (Ref. ASTM
F1487, SECTION 9.)

Certifled

landscape s
structures- 11002200

3" x 114"
BHCS w/Pin 3/5" Tee Nut
5" O.D. Horizontal Beam

1/, x 53" Drive
Rivet

5" Half Clamp

PlavBooster Tee Clamp Assembly

601 7TH STREET SOUTH, DELANO, MINNESOTA 55328-8605 (763) 972-3391 1-888-LSI-INST (1-888-574-4678) FAX (763) 972-3185
© 1994 by Landscape Structures.  All rights reserved. Document #11002200
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\ﬂ/h PlayBooster Tee Clamp Assembly

landscape

structures

JASPECS\110\1002200.P65

Parts List Installation Instructions

|

Part# Description Qty 1)  Locate and mark center of clamp location on 5" pipe.

igg?;ggé ?/ ! "Hallf S{?’;‘ﬁc Ssp“,g?' Csoé‘_’lf """""""""""""""" Z 2) With beam in position, fasten 5" half clamps to tee clamp using /3" x
- Iy X B wikin, 17w : .

100351-00 31, Tee Nut, SST 1 /3" BHCS w/Pin and tee nuts as shown. Tighten cap screws evenly.

100610-00 17, X /5" Drive Rivet, SST ..oocoooveeosvoersseersssnoeees 2 3) IMPORTANT: Install drive rivets in half clamps by drilling holes

in clamps and into 5" pipe using a '/," or "F"(only) drill bit. Insert
Sﬁifications

rivet in hole, and hammer rivet pin in until it is flush with head.
Tee/Beam: 356 alloy treated to T-6 hardness and welded to 5"
aluminum beams or mechanically fastened to 5" steel
beams. Unit coated with a baked-on polyester pow-
dercoating, color specified.

Half Clamps: Cast aluminum. Finish: Powdercoat, color specified.

Fasteners: Primary fasteners shall be socketed and pinned
tamperproof in design, stainless steel (SST) per ASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).

Installation Time: Approx. '/, man hour
Weight: 2 lbs.

Specifications are subject to change without notice.



SAFETY NOTE
Choose a prolective surfacing material that
has a Critical Height Value of at least the

ididichdrme il | 150
F1487, SECTION 9.}

Certifled
landscape Josar
structures-

DETAIL
ASSEMBLED CLAMP
; The Offset Hanger Clamp allows
rails to be installed at same height
for special applications, like at 90°
to each other as shown, or when
there are clamp conflicts, offset
can be positioned upward.
NOTE: A drive rivet is not required in all
applications. See Drive Rivet Addendum
) for a listing of components that do not re-
Rails At quire drive rivets.
Same 1/‘n X 5/8"
Height Drive Rivet :
Offset Hanger ' -
Clamp Assembly J|« -
/'/ |
5" Half
Clamp
(2) %" Tee Nuts
T @1
- BHCS w/Pin
\‘\
5/8" X 2 1/4n
BHCS w/Pin
~.
\\.
Offset Hanger Clamp
NOTE: Position with offset fac-
ingf down as shown. See De-
tail for special applications. Rail
PlayBooster 114261 Offset Hanger Clamp Assembly
601 7TH STREET SOUTH, DELANO, MINNESOTA 55328-8605 (763) 972-3391 1-888-LSI-INST (1-888-574-4678) FAX (763) 972-3185 10

© 1997 by Landscape Structures. Al rights reserved.
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M PlayBooster 114261 Offset Hanger Clamp Assembly

landscape

structures"

JASPECS\I23\12382100.P65

Parts List Installation Instructions

Part# Description Qty 1) Locate and mark position of clamp on 5" post.

100;28-88 /8" X 175" BHCS WIPIN, SST 2 2) Position clamp in proper direction and assemble with %" x 1 "
igg P 1(1):00 l;““ Ie; '1:1 l‘;tx’iffll;jvet AL/SST f BHCS w/pin and ;" tee nuts as shown and lightly tighten. Position
105327-01 57. Halfs Clamp Speci,fy Color ’ 1 rail against clamp and screw in %/g" x 2 !/," BHCS w/pin until rail
113729-00 Offset Hanger Clamp, Specify Color ... mvwc.... 1 bottoms out on clamp. Final tighten all fasteners.

100203-00 3" x 2Y," BHCS W/Pin, SST ..o 1 3) IMPORTANT: Drill through hole in 5" half clamp and into 5" post

with a /" or "F" (only) drill bit, insert rivet in hole and hammer
rivet pin in until it is flush with head.

Sﬁifications
Clamp: Cast aluminum. Finish: Powdercoat, color specified.

Fasteners: Primary fasteners shall be socketed and pinned
tamperproof in design, stainless steel (SST) per ASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).

Installation Time: Approx. !/, man hour
Weight: 3 Ibs.

Specifications are subject to change without notice. 10-3-97 Document #123821-00 replaces #114666-00. Added Drive Rivet NOTE:



SAFETY NOTE
Choose a protective surfacing material that
has a Critical Height Value of at leas! the
helght of the Highest Accessible Part/Fall
Helght of the adjaceni equipment. (Rel. ASTM
F1487, SECTION 9.)

Certifled

landscape
structures-

16574300

KICK PLATE
(FOR6" OR 8" RISE) . DETAIL

“\ . Typical KICK PLATE ATTACHMENT
Mainstructure (FOR 6" OR 8" RISE)

rmemmE A==

1
)_

/

(4) 3" x 114" (4) °/," Standard

S
\

1

1

1

]

I

!

I

1

BHCS w/Pin Hex Nuts w/ 3"
w/ 3" Flat Flat Washers
; Washers
IIGK PLATE KICK PLAI')I'EE-:-\¢1I'I;CHMENT
FOR16" RISE) ¢ : _Typical d
( ) e Myapihstructure (FOR 16" RISE)

Post

pmmcoc=ma=

(4) 3" x 1" Lower Deck
BHCS w/Pin
w/ 3/y" Flat (4) 3" Standard

Washers Hex Nuts w/ 3"

DETAIL Flat Washers

KICK PLATE ATTACHMENT
(FOR 6" OR 8" RISE)

KICK PLATE
(FOR 6" OR 8" RISE) “-.

or 8"/200

(4) 34" x 144" BHCS
w/Pin w/ 3/g" Flat
Washers

Lower
Deck

(4) 3" Standard
Hex Nuts w/ 3/"

Flat Washers

NOTE: Kick Plates mount
to face of Jowerdeck.

PS/PB 121948 Kick Plates, Tenderdecks, 6", 8" & 16"  118/332

601 7TH STREET SOUTH, DELANO, MINNESOTA 55328-8605 (763)972-3391 1-888-LSI-INST (1-888-574-4678) FAX (763) 972-3185
© 2009 by Landscape Struciures. Al rights reserved. Document #16574300




Jl/h PS/PB 121948 Kick Plates, Tenderdecks, 6", 8" & 16"

londscape

structures-

JASPECS\I65\16574300.P65

Parts List Installation Instructions

Part# Description Qty. 1) Locate kick plates as labeled on your plan drawing.

121819-00 Kick Plate (For 6" or 8" Rise), Brown .......ccccceuenunn. 1 . . N N st A

121818-00 Kick Plate (For 16" Rise), BIOWN .....c..ooocorsrrce 1 2) Attachkick plate using */;" x 13" BHCS wipin with */;" flat washers

and ;" standard hex nuts with /3" flat washers, as shown. NOTE:

156058-00 Kick Plate Tenderdeck Hardware Package.......... 1 Kick plates mount to face of lower deck.
100198-00 3" x 1'/g" BHCS w/Pin, SST
100327-00 3/¢" Standard Hex Nut, SST
100362-00 3/g" Flat Washer, SST

3) Install protective surfacing before users are allowed to play on the
structure.

Sﬁifications
Kick Plate: Fabricated from 11 GA (.120") HR flat steel. Finish:
TenderTuff, brown in color.

Fasteners: Primary fasteners shall be socketed and pinned
tamperproof in design, stainless steel (SST) per ASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).

Installation Time: Approx. !/, man hour
Weight: Kick Plate (For 6" or 8" Rise) 13 Ibs.
Kick Plate (For 16" Rise) 22 Ibs.

Specifications are subject to change without notice. Eco #53680 Document 16574300 replaces 15606900, Added step deck with kick plate detail.



landscape
structures

! 42"

SAFETY NOTE
Choose a protective surlacing malerial that
has a Critical Height Value of at least the
height of the Highes! Accessible Part/Fall
Helght of the adjacent equipment. (Ref. ASTM
F1487)

14582100

1070

47" Square
1190

.
S5
. .
R
X J
B, o
%%d
K S
g

NOTE:

When using this deck, ALL
enclosures and components
are mounted on the OUT-
SIDE of the posts like the
bubble panel shown above.

(8) 2" x 1 /4"

DETAIL
DECK HANGER CLAMP

(4)Studs

BHCS w/Pin \;=\
1

(4) V" x ¥y'
Drive Rivets

(8) 3" Tee
Nuts

(4) 5" Half
Clamps

PlayBooster’®

© 2004 by Landscape Siructures.  All rights reserved.

(4) Deck Hanger
Clamps

(4)3/" Flat Washers w/ 3/y"
Hex Patch Nuts

111228 Tenderdeck

601 7TH STREET SOUTH, DELANO, MINNESOTA 55328-8605 (763) 972-3391 1-888-LSI-INST (1-888-574-4678) FAX (763) 972-3185

356
Document #14582100



7

landscape
structures

JASPECS\145\14582100.P65

Parts List

Part# Description Qty

145656-00 Tenderdeck, Brown 1

105327-01 5" Half Clamp, Specify Color ......conimnncrcinnennns 4

106022-00 5" Deck Hanger Clamp, Specify Color .......cccoeunee. 4

119491-00 Hardware Package 1
100198-00 3g" x 1 /5" BHCS W/Pin, SST ..coovrvirirnrnnininnnns 8
100321-00 /3" Hex Patch Nut, SST ... 4
100351-00 3/g" Tee Nut, SST 8
100362-00 3/" Flat Washer, SST 4
100610-00 14" x 315" Drive Rivet, SST ..o 4

S&ifications

Square Deck:

Deck Hanger
Clamp Assembly:

Fasteners:

Installation Time:
Weight:

Flange formed from 12 GA (.105") sheet steel con-
forming to ASTM A1011. Standing surface is perfo-
rated with %/,¢" diameter holes. Deck face has (4) slot-
ted holes for face mounting components. The finished
size measures 2 %" x 47" x 47". Finish: TenderTuff,
brown in color.

Cast aluminum. Finish: Powdercoat, color specified.

Primary fasteners shall be socketed and pinned
tamperproof in design, stainless steel (SST) per ASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).

Approx. 1 man hour
119 Ibs.

Specifications are subject to change without notice.

PlayBooster’ 111228 Tenderdeck

Installation Instructions

D
2)

3)

4)

3)

6)

Mark posts for the appropriate height of the deck you are installing.

Fasten hanger clamps to marked position on posts. See Detail on
front of sheet.

Lift deck into position, lining up studs underneath deck with deck
hanger clamp as shown. Attach with %" flat washers and ¥/s" hex
patch nuts.

Level deck and plumb posts. Install the drive rivets in all 5" half
clamps. Refer to the Typical Offset Hanger Clamp Spec Sheet.

After all enclosures/components are installed, pour concrete foot-
ings per the Typical Concrete Footing Detail Sheet.

Install protective surfacing before users are allowed to play on the
structure.

Eco #52264 Document #14582100 replaces #13954600. Replaced Tenderdeck.



SAFETY NOTE
Choose a protective surfacing malerial that
has a Critical Height Value of at least the
height of the Highest Accessible Part/Fall
Height of the adjacent equipment. (Ref. ASTM
F1487, SECTION 9.)

Certifled

landscape 14582500
structures-

DETAIL
DECK HANGER CLAMP

Stainless

(3) 5" Half
Steel Stud

Clamps

90° Triangular
Tenderdeck

(3) 44" x %"
Drive Rivets (6) 3" Tee

Nuts

(3) %" Flat
Washers w/ 3/p"
(6) %" x 1 '/g" Hex Patch Nuts
BHCS w/Pin (3)Deck

Hanger
Clamps

g
@

42"
1070

PlayBooster 122197 Tenderdeck, 90° Triangular

601 7TH STREET SOUTH, DELANO, MINNESOTA 55328-8605 (763)972-3391 1-888-LSIHINST (1-888-574-4678) FAX (763) 972-3185
® 2004 by Landscape Structures.  All rights reserved. Document #14582500
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PlayBooster 122197 Tenderdeck, 90° Triangular

JASPECS\145\14582500.P65

Parts List

Part# Description Qty
145658-00 90° Tri-Deck, Brown 1
105327-01 5" Half Clamp, Specify Color

106022-00

120203-00
100198-00
100321-00
100351-00
100362-00
100610-00

Deck Hanger Clamp, Specify Color

Triangular Deck Hardware Package
35" x 1 '/g" BHCS W/Pin, SST ...cvovirrrerrinsnrnnnene
3/" Hex Patch Nut, SST
3/g" Tee Nut, SST
3/g" Flat Washer, SST
17," x 3/5" Drive Rivet, AL/SST .....cccoevvvrvvvrcrrenrenens

Sﬁiﬁcations

Triangular Deck:

Flange formed from 12 GA (.105") sheet steel con-
forming to ASTM AS569. Standing surface is perfo-
rated with %/,5" diameter holes. Deck face has (4) slot-
ted holes for face mounting components. The finished
size measures 2 %" x 373/,". Finish: TenderTuff, brown
in color.

Deck Hanger

Clamp Assembly:
Fasteners:

Installation Time:
Weight:

Cast aluminum. Finish: Powdercoat, color specified.

Primary fasteners shall be socketed and pinned
tamperproof in design, stainless steel (SST) per ASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).

Approx. '/, man hour
67 Ibs.

Specifications are subject to change without notice.

Installation Instructions

1)
2)

3)

4)

5)

6)

Mark posts for the appropriate height of the deck you are installing.

Fasten deck hanger clamps to marked position on posts. See Detail
on front of sheet.

Lift deck assembly into position, lining up stud underneath deck with
deck hanger clamp as shown. Attach using ¥;" hex patch nuts with*/g"
flat washers. With deck level and posts plumb, final tighten all hard-
ware.

Install '/," x 3/¢" drive rivets in all 5" half clamps. Refer to the Typical
Offset Hanger Clamp Spec Sheet.

After attachment of enclosures and components is complete, pour
concrete footings. Allow concrete footings to cure a minimum of 72
hours before users are allowed to play on the structure.

Install protective surfacing before users are allowed to play on the
structure.

Eco #52268 Document #14582500 replaces #13973400, Replaced 90° Tri-Deck.
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PLAN/FOOTING LAYOUT

SAFETY NOTE
Choose a proteclive surfacing material that
has a Critical Height Value of at least the
height of the Highest Accessible Part/Fall
Helght of the adjacent equipment. (Ref. ASTM
F1487)

Certified

14902600

L
| 14
] 1
1 1 -
1 1 .
L
1 Deck : i
:- N 4, 7
o
-~ o ©| —
+] 4
M Typical
660 16" Deck
RN /’////
\\><°:\‘1’//// _®
//‘/ T <\~ _/@
o ~7\
(4) %" SAE Flat
Washers w/ %"
Standard Hex
Nuts
(4) 3" x 1 /" BHCS w/Pin
Transfer Step wi %" SAE Flat Washers
DIRECT BURY
S
SURFACE MOUNT 5
(4) %" x 1/5" BHCS w/
Step Pin w/ 3/¢" SAE Flat
Washers & 3/;" Standard
Loose Fill Hex Nuts w/ 3/;" SAE
" " . Protecti Flat Washers
St (2) 35" x 2 3," Expansion rotective
ep Anchors and ¥/ " SAE Flat Surfacing

Washers w/ 3/3" Standard
Mounting Plate Hex Nuts )
(4) 3" x 1 /" BHCS w/Pin

w/ 3" SAE Flat Washers &

_________ ¥," Standard Hex Nuts w/ %" [T
: SAE Flat Washers S-S ) D R
T~ Concrete Subgrade/ﬂz_'ﬁ “x mﬂzl 38
Slab = | E & N
Crushed Support-/”?'."""-q1 s 5 5
NOTE: Sufficient protec- Rock [ o & .
tive surfacing must cover Concrete—T17" ", Y
hardware to satisfy fall Crushed ey o
height requirements. ook
8“ L
200

© 2004 by Landscape Structures.  All rights reserved.

601 7TH STREET SOUTH, DELANO, MINNESOTA 55328-8605 (763) 972-3391 1-888-LSI-INST (1-888-574-4678) FAX (763) 972-3185

Document #14902600
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Parts List

Part# Description Qty
149024-00 Transfer Step, Brown 1
102821-00 Transfer Step, Support (DB), Brown .......cccouceenee 1
104233-00 Transfer Step,Mounting Plate (SM),Brown ............ 1
125741-00 Transfer Step Leg Hardware Package (DB) ....... 1
100198-00 3" x 1 /¢" BHCS w/Pin, SST
100327-00 3/g" Standard Hex Nut, SST
100365-00 /s" SAE Flat Washer, SST
125740-00 Transfer Step Leg Hardware Package (SM) ...... 1
100198-00 3g" x 14" BHCS w/Pin, SST
100263-00 " x 2 %," Expansion Anchor
100327-00 3/g" Standard Hex Nut, SST ....
100365-00 /" SAE Flat Washer, SST ....ccooveimncneervenns
127148-00 Transfer Step Hardware Package........................ 1
100198-00 3g" x 15" BHCS w/Pin, SST ...covrmcerivenncnrirenens 4
100365-00 3/g" SAE Flat Washer, SST 8
100327-00 3/g" Standard Hex Nut, SST ....coovieiirnnieninncsirennen 4

DB = Direct Bury

SM = Surface Mount

Sﬁifications

Step:
Fasteners:

Installation Time:

Concrete Req.:
Weight:

Specifications are subject to change without notice.

Formed from 12 GA (.105") sheet steel conforming to
ASTM A1011. Finish: TenderTuff, brown in color.

Primary fasteners shall be socketed and pinned
tamperproof in design, stainless steel (SST) perASTM
F 879 unless otherwise indicated (see specific prod-
uct installation/specifications).

Approx. 1 man hour
DB - 1 cu. ft.

SM - 46 Ibs.

DB - 55 Ibs.

PlayBooster’112471 Transfer Step

Installation Instructions

D
2)

3)

4)

5)

9)

2)

3)

4)

5)
6)

7

Direct Bury
Dig footings spaced as shown.

Attach transfer step support to transfer step using %" x 1'/5" BHCS w/
pin with %;" SAE flat washers and */;" standard hex nuts with %" SAE
flat washers.

Attach transfer step to deck using %" x 1" BHCS w/pin with %" SAE
flat washers and ;" standard hex nuts with 33" SAE flat washers as
shown.

With deck and steps in level position, pour concrete footings. Allow
concrete to cure for a minimum of 72 hours before users are allowed
to play on the structure.

Install protective surfacing before users are allowed to play on the
structure. :

Surface Mount

Attach transfer step mounting plate to transfer step using ;" x 1"
BHCS w/pin with *;" SAE flat washers and ;" standard hex nuts
with %" SAE flat washers.

Attach transfer step to deck using %" x 1 /3" BHCS w/pin with*/" SAE
flat washers and ;" standard hex nuts with 3/;" SAE flat washers as
shown.

Mark holes for expansion anchors on concrete slab through step
mounting plate.

Detach step from deck and drill ;" x 3" deep holes into concrete on
marks using ¥/;" masonry bit and hammer drill.

Reattach transfer step to deck.

With step over drilled holes, tap expansion anchors into drilled holes.
Secure using %" standard hex nuts with %" SAE flat washers.

Install protective surfacing before users are allowed to play on the
structure.

ECO #52523 Document # 14902600 replaces #12739900. Replaced transfer step.
Eco #54097 Replaced ¥," x 7/,® BHCS w/Pin with ;" x 1 ;" BHCS w/Pin in Transfer Step hardware package.
Eco #54126 Changed step support hardware o %" x 14" BHCS w/Pin.



SAFETY NOTE
Choose a protective surlacing malerial thai
has a Critical Height Value of al leas! the
height of the Highest Accessible Part/Fall
Height of the adjacent equipment. (Ref. ASTM
F1487, SECTION 9.}

Certified
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KICK PLATE
(FOR 16" RISE)
m
Deck |_— Typical
1 Mainstructure
Il | ) Post
Kick Plate
____I____ J.F’. ___________________
Lower
! L Deck
DETAIL
NOTE: Tri-Deck configura-
tion may require the kick KICK PLATE ﬁ:lTACHMENT
plate to be mounted to the (FOR 16" RISE)

upper deck.

KICK PLATE
(FOR 6" OR 8" RISE)

Typical
Mainstructure

Post \

J r ‘ | (8) %" x 1" (6) 3y" Standard
BHCS w/Pin Hex L\lvuts w/ %"
e e e—eeeceeccesre === =T w/ 3/," Flat Flat Washers
ok Pl Washers DETAIL
fck Plate KICK PLATE ATTACHMENT
(FOR 6" OR 8" RISE)
N
3/n T N |

NOTE: Kick Plates mount (B) e X 1 e .
to face of Jower deck. w/ %" Flat -=====7""(6) 3/," Standard
Washers Hex Nuts w/ 3/p"

Flat Washers

PS/PB 121949 Kick Plates, 90° Tri-Decks, 6", 8" & 16"  119/333

601 7TH STREET SOUTH, DELANO, MINNESOTA 55328-8605 (763) 972-3391 1-888-LSI-INST (1-888-574-4678) FAX (763) 972-3185
© 2006 by Landscape Structures. Al rights reserved. Document #15607100
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Date Produced: Wednesday, December 29, 2010
Environmental Statement for Landscape Structures DESIGN 21 466-2-4

Global RelLeaf: Landscape Structures has partnered with the Global RelLeaf program of

American Forests to purchase trees which will offset the CO2 generated by Landscape

Structures in the manufacturing of this playstructure. These trees will not only sequester
the COg2, they will also help to filter water, remove air pollution, provide wildlife habitat

and increase the beauty of our natural environment.

Carbon Footprint of Landscape Structures product:

Tons of CO2 # of Trees

3.4 10

Carbon Footprint: A measurement of the effect on the climate in terms of the amount of greenhouse
gases produced in the Landscape Structures manufacturing process measured in units of carbon dioxide
(CO2).

Recycled Content of Landscape Structures product:

w/ Standard w/ Recycled

Permmalene® Permalene®
Steel 438.70 Ibs. 438.70 Ibs.
Aluminum 150.74 Ibs. 150.74 Ibs.
Rubber 0.00 Ibs. 0.00 Ibs.
Plastic 300.39 Ibs. 455.61 Ibs.
Total Recycled Content: 889.83 Ibs. 1045.06 Ibs.
Total Post-Consumer Recycled Content: 640.85 Ibs. 796.09 Ibs.
Total Recycled Content (%): 34.32 % 40.30 %
Total Post-Consumer Recycled Content (%): 24.71 % 30.70 %
Total Weight: 2593.00 Ibs. 2593.00 Ibs.

Total Recycled Content: Material that has been recovered or diverted from the solid waste stream.

Total Post-Consumer Recycled Content: Material generated by households or commercial, industrial
and institutional facilities in their role as end-users. This material can no longer be used for its original
intended purposes.

file:///Users/judyo/Downloads/21466-2-6.htm Page 1 of 1
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Look for compliance to the following
guidelines and standards whenever you
install playground equipment. It’s your
assurance that the products you install
meet the most rigorous safety and
quality assurance standards.

CPSC

The Consumer Products Safety Commission (CPSC)
is an independent agency of the federal government
whose charter is to inform the public of unreasonable
risks associated with consumer products. In 1981, the
CPSC published the “Handbook for Public Playground
Safety” Publication number 325. The Handbook has
been, and will continue to be, updated periodically and
considers input from ASTM and other interested
parties.

For additional information contact:

U.S. Consumer Product Safety Commission
Washington, DC 20207

Or visit: www.cpsc.gov

ASTM

The American Society for Testing and Materials
(ASTM) is a scientific and technical organization that
is a major developer of standards for testing different
types of materials and products. ASTM develops
standards through a consensus process.

In 1993, the ASTM published the “Standard Consumer
Safety Performance Specifications for Playground
Equipment for Public Use” designation F1487-93.
ASTM contains more technical requirements than the
CPSC Handbook 325 and is primarily intended for use
by equipment manufacturers, architects, designers and
others who require more technical information. The
standard has been, and will continue to be, updated
periodically.

For additional information contact:
American Society for Testing and Materials
100 Barr Harbor Dr.

West Conshohocken, PA 19428

Or visit: www.astm.org

QIPEMA

MANUFACTURERS ASSOCIATION

MEMBER

Landscape Structures is a member in good standing of
IPEMA, the International Play Equipment
Manufacturers Association. IPEMA is a member-driven
international trade organization which represents and
promotes an open market for manufacturers of play
equipment.

For additional information contact:
International Play Equipment Manufacturers
Association

8300 Colesville Road, Suite 250

Silver Spring, MD 20910

Or visit: www.ipema.org

In the interest of public playground safety, IPEMA
provides a 3rd Party Certification service whereby a
designated independent laboratory validates a
manufacturer’s certification of conformance to the
ASTMF1487, Standard Consumer Safety Performance
Specification for Playground Equipment for Public
Use, standard.

The use of the seal in Landscape Structures
documentation signifies that Landscape Structures has
received written validation from the independent
laboratory that the product associated with the use of
the seal conforms with the requirements of ASTM
F1487. All PlayBooster, PlayOdyssey, PlayShaper,
Evos and Independent Playthings shown in the current
Landscape Structures catalog, and covered under the
scope of ASTM F1487, unless otherwise noted, have
been validated by the independent laboratory.

To see a detailed list of IPEMA Certified products
visit: www.ipema.org

ps/PBAPEvosWeevos GUIdelines & Standards 6/9/1/5/4A

601 7THSTREET SOUTH, DELANO, MINNESOTA 55328-8605 (763)972-3391 1-888-LSI-INST (1-888:574-1678) FAX (763)972-3185
© 2006 by Landscape Siructures. All rights reserved.  Eco #53075 Document 15749200 replaces 12286300. Updated document.  Document#15749200
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r- 100-Year Limited Warranty on aP
PlayBooster®, PlayShaper® and PlaySense®
aluminum posts, stainless steel fasteners,
clamps, beams and caps, against structural
failure due to corrosion/natural deterioration
or manufacturing defects, and on PlayBooster,
Evos™ and Weevos™ stesl posts and arches
against structural failure due to material or
manufacturing defects.

-15-Year Limited Warranty on all plastic |
components  (including  TuHTimbers™
edging), all steel components (except 100-
year steel posts), Mobius® climbers, decks,
TenderTuff-coatings (Except Wiggle Ladders,
Chain Ladders and Swing Chain) against
structural failure due to material or manufacturing
defects. TuffTurf® tiles against material or
manufacturing defects. Corocord® cable on
Spacenet™ climbers against breakage.
-10-Year Limited Warranty on natural
climbers (exterior GFRC and epoxy theme-
coating material) against structural failure due
to natural deterioration or manufacturing defects.
Does not cover minor chips, hairline cracks or
efflorescence,

+ 8-Year Limited Warranty on CoolToppers®
fabric against failure from significant fading,
deterioration, breakdown, mildew, outdoor heat,
cold, or discoloration, This warranty is limited
the design loads as stated in the specifications |
found in the technical information.

-S-Year Limited Warranty on Corocord
cables on Spacenet climbers against natural
deterioration or manufacturing defects,

*3-Year Limited Warranty on all other |
parts, ie: CableCore® products, swing seals
and hangers, grills, Mobius climber handholds,
Wiggle Ladders, Chain Ladders and Swing
Chain, Track Ride trolleys and bumpers, all
rocking equipment including Sway Fun® gliders,
PVC belting material, HealthBeat™ hydraulic |
cylinders, Seesaws, Wiggle Ring Bridge,
etc. against failure due to corrosion, natural
deterioration or manufacturing defects.

This warranty does not include any
cosmetic Issues or wear and tear from
normal use.

¢ r

2010 Play Equipment Warranty

You have our word.

Landscape Structures Inc. warants that all playstructures and/or equipment
sold will conform in kind and in quality to the specifications manual for the
products identified in the Acknowledgment of Order and will be free of defects in
manufacturing and material. Seller further warrants:

All the warranties commence on date of Seller's invoice. Should any failure to
conform to the above express warranties appear within the applicable waranty
period, Seller shall, upon being notified in writing promptly after discovery of the
defect and within the applicable warranty period, comrect such nonconformity either
by repairing any defective part or parts, or by making available a replacement
part within 60 days of written notification. Seller shall deliver the repaired or
replacement part or parts to the site free of charge, but will not be responsible for
providing fabor or the cost of labor for the removal of the defective part or parts
and the installation of any replacement part or parts. Replacement parts will be
warranted for the balance of the original warranty.

THIS WARRANTY IS EXCLUSIVE AND IN LIEU OF ALL OTHER
WARRANTIES, WHETHER EXPRESSED OR IMPLIED, INCLUDING BUT
NOT LIMITED TO ANY WARRANTY OF MERCHANT-ABILITY OR OF
FITNESS FOR A PARTICULAR PURPOSE.

The remedies hereby provided shall be the exclusive and sole remedies of the
purchaser. Seller shall not be liable for any direct, indirect, special, incidental or
consequential damages.

Seller neither assumes nor authorizes any employee, representative or any
other person to assume for Seller any other liability in connection with the sale
or use of the structures sold, and there are no oral agreements or warranties
collateral to or affecting this agreement. The warranty stated above is valid only
if the structures and or equipment are erected in conformance with Landscape
Structures’ installation instructions and maintained according to the maintenance
procedures fumished by Landscape Structures iInc.; have been subjected to
normal use for the purpose for which the goods were designed; have not been
subject to misuse, negligence, vandalism, or accident; have not been subjected to
addition or substitution of parts; and have not been modified, altered, or repaired
by persons other than Seller or Seller's designees in any respect which, in the
judgement of Seller, affects the condition or operation of the structures. To make
a claim, send your written statement of claim, along with the original job number
or invoice number to: Landscape Structures Inc. 601 7th Street South, Delano,
Minnesota, 55328-8605.

Signed: i Date: 01/01/2010




Introducing our newest contribution
to playground safety.




ere’s what your kit will contain:

PLAYGROUND
MAINTENANCE

8 Fastoners/Hardware 1
sty . ueawire brush and pant vty
2ing sich pairi. Replace ¢ pited from
Fustor dejormed. Dghten dtachment
herdwaio, tncluding sut screws.

W Caps 1
Replace cap f misting o damaged
biypend m?gr. Make iugrv atachmant
rvols aie sscue. Hepair domagad.
Powdercoaiing For Ingiructions.

W Posis 1
Roplaco | sevarely damagod s pitad
i st (Areg ot g na'éevm"wu-
i s o6 vdnarable). Repar dam.
Eod poiviaccoting per nsucions
osts must be plumb.

W_Seams 1

Playbooster System
Comman Parts and Pracedures

Maintenance manual. You'll find your program detailed in a sturdy 3-ring binder. It tells when, what and how
to inspect every component on your unique playstructure. It gives detailed instructions for cleaning, preventive
maintenance and repairs. It also includes Inspection Reports for your specific Playbooster system. The binder

also comes with a
duplicate set of your
structure’s original
installation instruc-
tions and parts list

o Cap Aivet
. Posy Acch Frame

==

caimps o weids. Repieco, nvals if
AP Hofiaret eftimas o pited
with st Hepar damaged powder-
enating pe insiructions.

B 5/1 Clamp Assembly 1
Replacs clamp i an:
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e
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090-30011
RAL 5003
BLUE

L3
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MARK
REMOVER

WARHING: FLABMABLE,
XE2F OUT OF NEACH OF CHILOREL
PRERBUTE

T UWDER
ISR PANEL POV ASENTIOMAL CATOR

Touch-up paints.

Even the most durable play system needs
cosmetic repairs now and ¢ Yo
Playbooster maintenan andpaper,
primer and color-matched spray paint for all
the powder-coated parts on your structure.

=1 5.0l Tt Frven 0010081
* Eomann ol Toal From, 148003975

y
UNITED LABOAATORIES, &
5L Chariea, AL 60174

LANDSCAPE
STRUCTURES INC

601 7th Street South
Delano, MN 55328

For more information on Playbooster
systems, talk to your Landscape Structures representative or call

L800-328-0035 to request our 1992 Park and Playground Equipment Catalog.

Special tools.

Tamperproof hardware makes it
nearly impossible for vandals to
loosen the parts on your Playbooster /-
structure. To help you loosen (or %
tighten) that tamperproof hardware,
we include special wrenches

in your maintenance kit.

Vandalism mark remover.
You can't stop graffiti. But you
can remove it more easily with
our special cleaner.

Maintenance Program Specification

We suggest including the following in your
playstructure specifications, since good maintenance
is vital to playground safety.

A project-specific Maintenance Manual shall be included with the
playstructure. The Manual shall provide information to establish
the frequency of inspections, a description of preventive main-
tenance and repair procedures and plan-specific inspection report
forms for each component part shown on the plan. It shall also
include copies of the original plan, installation instructions and
parts list

Sandpaper, primer and touch-up paints shall be supplied. Primer
and paints shall be in colors that match the structure and shall be
compatible with the structure’s powder coating.

The manufacturer shail provide a chemical cleaner of adequate
strength to remove paint, ink and other common forms of graffiti
from most materials/surfaces on the structure.

The manufacturer shall provide wrenches or other tools needed
to adjust or replace special vandal resistant fasteners,

755-0040
79210MLS1465
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DETAIL
WHEEL ASSEMBLY

aiwu X 1||
Spring Pin
Cap
DETAIL
SPRING PIN INSERTION
{CAP BACK VIEW)
5115" X 1“
Spring Pin
NOTE: To assistin the alignment — es"
of the cap to the wheel bracket
shaft, tap spring pin through cap -
approximately */,;". Orlent spring
pin fo groove on wheel bracket
shatft. Slide cap In place and tap
spring pin though cap and shaft
until flusi.
PlayBooster 120314 Wire Barrier, wWheel Sanwe (whee !l Used

601 7TH STREEY SOUTH, DELANO, MINNESOTA 55328-B605 (763) 972-3391 1-BBB-LSIINST (1-888-574-1678) FAX (763) 972-3185

2004 by Landscape Stnuctures. Al rights reserved, on PDC\‘.CI'Q & po l y u_h_”
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PlayBooster 120314 Wire Barrier, wWwheel

landscape
structures-
JASPECS\14814855500.P55
Parts List
Part# Description Qty.
. ABOVE DECK
132760-00 Wire Barrier, Spocify Color .vovevemeen bresraraenanns 1
108432-00 ‘Wheel, Specify Color 1
128824-00 90° Attachment Bracket, Specify Color ... - 2
127242-00 Steering Wheel Bracket, Specify Color.... e 1
135131-00 ‘Whee! Block, Tan . w1
105327-01 5" Half Clamp, Specify Color e 2
113729-00 Cffset Hanger Clamp, Specify Color 2
1006610-00 Y x #y" Drive Rivet, ALYSST .vvcsinrenns 2
132739-00 Barrler, Above Deck Hardware Package .. 1
100198-00  *," x-1 14z BHCS w/Pin, 5T .... 6
100201-00 3" x 1 /," BHCS w/Pin, SST.... e 2
100351-00 313" Tee Nut, SST 4
160353-00 3" Flange Nut w/Pin, 85T ..... 2
116017-00 3" x 1 'Y4" Carriage Bolt w/Patch, 58T 2
10032700 3fg* Standard Hex Nut, 85T .... 2
100365-00 3/y" SAE Flat Washer, SST - 4
148628-00 ‘Wire/Pipe Barrier Hardware Package . ]
100196-00  %," x %;" BHCS w/Pin, SST ... 2
100353-00 ," Flange Nut w/Pin, 85T ..... w2
118452-06  ¥,," x 1" Spring Pin, 88T 1
148623-00  Cap, White i
BELOW DECK
13276000 ‘Wire Barrier, Specify Color . nencrnscssnaens i
108432-00 Wheel, Specify Color 1
128824-00 90° Attachment Bracket, Specify Color .... 2
127242-00 ‘Steering Wheel Brackeét, Specify Color..... 1
135131-00 Wheel Block, Tan . 1
105327-01 5" Half Clamp, Specify Color ... w4
113729-00 Cffset Hanger Clamp, Specify Color. .y
113464-00 Angled Panel Bracket, Specify Color e 1
100610-00 4" x %™ Drive Rivel, AL/SST .coi o
148628-00 Wire/Pipe Barrier Hardware Package .. e d
100196-00  3," x ¥/, BHCS w/Pin, 88T .... 2
100353-00 *™ Flange Nut w/Pin, 55T .. w2
118452-00 1" x 1" Spring Pin, SST .... o 1
148623-00 Cap, White . ]
132741-00 Barrier, Below Deck Hardware Package ... |
116017-00 g™ % 1 Y,* Carriage Bolt, SST ... w2
160198-00 3" % 1 4" BHCS w/Pin, 85T ... . B
1061965-00 4g" x y* BHCS w/Pin, S8T ........ 2
100203-00 %" x 2 '/, BHCS w/Pin, 85T 2
100351-00 ¥,® Tee Nut, SST 8
100201-00 33" x 1 4" BHCS w/Pin, SST. w2
100327-00  *" Standard Hex Nut, SST .. "2
100365-00  ¥/;" SAE Flat Washer, SST ... -4
100353-00 3/s" Flange Nut w/Pin, SST ..,... -2

Sﬁifications .

Barrier:

,_.> Wheel:

Wheei Block:
Angled Panel Brkt.:

Weldment comprised of %" solid steel vertical rails, 1 4"
0O.D. steel horizontal rails with 203 or 303 stainfess steel
welded inserts with %" intemal threads, 1 " x 1 '5” x 29 1"
angle iron and /" diameter wire. Bamier has approximately
1 %" x 2 %" openings and measures 33 74" wide x 39 ¥/,
high. Finish: TenderTuff, color specified,

12" diameter cast 319.1 aluminum alloy, Shaft-303 stain-
less steel, Finish: TenderTuff, color specified.

Permalene, tan in color,

‘Weldment comprised of .190" thick 5052 aluminum formed
angle with (2) 6061-T6 aluminum threaded tubes 1 " 0.D.
%1 14" long. Finish: Powderccat, color specified.

Specifications are subject to change without netice

90r Bracket: Formed from '," x 1 Y, HRPCflat steel, Finish: Powdercoa,

color specified.

Wheel Bracket:  ‘Weldment comprised of formed ;" plate and %" O.D. shaft.

Finish: Powdercoat, color specified.

Offset Hanger
Clamp Assembly:

Fasteners:

Cast aluminum. Finish: Pewdercoat, color specified.

Primary fasteners shall be socketed and pinned tamperproof
in design, staintess steef (SST) per ASTM F 879 untess oth-
erwise indicated (see specific product installation/specifi-
cations).

Installation Time:
‘Weight:

Approx. 1 %, man hours
Above Deck 38 1bs,
Below Deck 44 1bs.

Installation Instructions

1)

12

3)

ja

3)

6}

n

2)

3

4)

5)

6)

7

B)

ABOVE DECK (See Sheet 1 of 2)

Adttach the wire barrier to the face of the deck using ¥/3" x1 Y4 BHCS w/pin
with #," SAE flat washers and %" standard hex muts with %" SAE flat
washers. Refer to the Tenderdeck Detsil,

Attach the offset hanger elamp as;xemblies to the posts using 5* half
clamps and %" x 1 '/5" BHCS w/pin with %" tee nuts, Refer to the Typi-
cal Offset Hanger Clamp Spec Sheet.

Attach the 50° attachment brackets to wire berrier using /g" x 1 Y2" BHCS
wipin. Refer To The 90° Attachment Bracket Detail,

Aitach the 30% attachment brackets to the offset hanger-clamps using ¥5" x
1 ¥;" carriage bolts and %3" flange nuts w/pin. Refer To The 90° Attach-
ment Bracket Detail,

Attach wheel bracket and wheel block to barrier in desired position us-
ing ¥y" x %" BHCS w/pin and ;" flange nuts w/pin. Slide whee! and
cap-cnto wheel bracket shaft and tap ¥," x 1" spring pin through cap
and shaft. Refer To The Wheel Assembly Details on sheet ! and the back
of sheet 2.

Instalf protective surfacing before nsers are allowed to play on the struc-
ture,

BELOW DECK (See Sheet 2 0of 2)

Attach offset hanger assemblies to posts at height shown. Using 5* half
clamps and ;" x 1 ¥/3" BHCS w/pin and with %" tee nuts. Refer To The
Typical Offset Hanger Clamp Spec Sheet.

Attach angled panel bracket to bottom of wire barrier using %" x 74" BHCS
wipin with 35" SAE flat washers and %" standard hex nuts with /" SAR
flat washers. See Below Deck Mount.

Attach angled panel bracket with wire barrier to offset hanger clamp
assemblies using %" x 2 */," BHCS w/pin. See Below Deck Mount.

Attach the 90° attachment brackets to wire barrier using %" x 1 4" BHCS
w/pin, Refer To The 90° Attachment Bracket Detail.

Agnach the 90° attachment brackets to the offset hanger clamps using ¥g" x
} Y,* carriage bolts and 3" flange nois w/pin. Refer To The 90° Atiach-
ment Bracket Detail,

Antach wheel bracket and wheel block to barrier in desired position as-
ing %" x 7" BHCS w/pin and %" flange nuts w/pie. Slide whee! and
cap onte wheel bracket shaft and tap %" x 1" spring pin through cap
and shaft, Refer To The Wheel Assembly Details on sheet 1 and the back
of sheet 2,

Instzll Y;" x %" drive rivets in all 5™ half clamps. Refer to the Typical
Offset Hanger Clamp Spec sheet.

Install protective surfacing before users are allowed to play on the strue-
fure.

Eco £52508 Document #14865500 replaces 13518000, Replaced cap and spring pie.
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